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The ALTRAD-Group - Human values

Mohed Altrad founded and
leads successfully the
ALTRAD-Group in 1985. The
company, headquartered
in France, is the world's
leading provider of
industrial services in the
oil and gas, energy. power
generation, process

Mohed Altrad

engineering, environmental and construction sectors,
with more than 130 subsidiaries. and the largest
manufacturer of concrete mixers. In Europe. the
ALTRAD-Group is also the largest manufacturer of
system scaffolding and wheelbarrows.

In 2012 we became part of the ALTRAD-Group and,
knowing that the success and cohesion of a group is
based on strong values, we are convinced that every
employee should strive to maintain and realise them.
Ea;?‘ RESPECT

We accept the resposibility as a group and as
individuals to prevent situations that jeopardise the
health and safety of everyone at our workplaces.
We treat people with consideration, regardless of their
position. We conduct our business in accordance with
examplary standards of transparency, integrity and
honesty.

(@5’:‘ COURAGE

We are eager to reach ocut beyond new boundaries and
we are willing to explore innovative ways of thinking
and working. What we do is therefore not easy
we are entrepreneurs and thus take risks and
challenge ourselves permanently. Our objective is
always to achieve the best outcome despite the
difficulties.

ff-:\\ SOLIDARITY
o |
&

Solidarity is about teamwork and reliability.
We collaborate and contribute to the different
projects we undertake together by sharing ideas and
opportunities, knowledge and resources. We support
each other and stand up for each other. We always
foster open and collaborative relationships and we
put the common good before personal interests.

©
i {'/ HUMILITY

We are open to differing points of view and are
convinced that we can learn from anyone, anywhere.
We always act and lead in a manner that expresses a
spirit of inclusion. We tend to learn from mistakes and
successes in equal measure and, above all, we never
underestimate our competition. For every project. we
seek and provide honest feedback to reach our goals by
continuous improvement.

E;} ENGAGEMENT

Every day. we try to create a work environment that
reflects the spirit of our teams, based upon
commitment and openmindedness. Together, we know
how to share and to collaborate in a convivial spirit.
We also celebrate success and combine functional
excellence and cross-functional teamwork to produce
exceptionalideas and results.
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Quality for the future

Especially nowadays, when the constant changes are clearly noticeable, we realise that it is
precisely such values that are important, that we can rely on and that are indispensable to us, in
our awareness of a healthy environment and a safe future.

Since Lescha itself can look back on such a long tradition, it goes without saying that we will
continue to offer our customers high-quality products. Founded in 1907 and an owner-managed
family business until 1997, Lescha grew to become one of the largest manufacturers of concrete
and mortar mixers, and for a good 25 years we have been part of the French ALTRAD Group.
In the course of this event, the product range underwent a significant expansion with the
inclusion of construction-oriented items from the production of the new sister companies.

In 2019, the two companies Lescha and Atika were merged in order to jointly further develop
equipment for construction, garden and home in a future-oriented manner. For more than 110
years now, we have been your reliable partner when it comes to products for construction.

From our comprehensive range of tools, you can choose the helper you need for your
requirements. Whether electric or powered by combustion engines or using batteries - to make

your work easier, we are always ready to move with the times and progress.

Of course, this is also connected with a reliable quality of the equipment, which we want to
guarantee you, so that resources are conserved and so that we can also be at your side in the
future.

WE ARE, WHERE YOU ARE!
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MIXING E

HANDHELD AGITATORS
CONCRETE MIXERS
PAN MIXERS
SKIP MIXERS
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Handheld agitators

as standard

» powerful & brushless motor for a more efficient operating time of the battery,
an almost maintenance-free use as well as a longer service life of the device

» 2-speed steel gear & soft start for speedy but low-splash mixing

b integrated overload protection - switches the agitator off automatically in case
of overload and thus prevents damage to the motor and gearbox

Series Profi RWC 40-30 IlJlllllll‘U"'ﬂ!l

Lib

Enjoy full mobility without
exhaust gases & disturbing cables!
With the devices of the
LESCHA - ATIKA series
Li-fow TECHNIC SYSTEM LD
works can be execute

guickly and safely.

&

Battery & Charger are
not included in the scope
of delivery and must be
purchased as accessory
separately

Suitable for materials with liquid,
tenacious up to tough consistency:

X e.q. paints, varnishes, fillers,
= cement, plaster, lime, concrete,
screed, ...

Profi RWC 40-30

Li-Ion (Lithium-=lan) f 36 V === ({max. 40 V)
Mortar mixing paddie

Handheld agitator

compatible battery type / battery rated voltage
Mixing paddle type

Diameter @ 120 mm
Length 590 mm
Adapter M14

Idle speed n, (1. speed )
Idle speed n, (2. speed)

approx. 0 - 420 min’
approx. 0 - 710 min’

Mixing capacity approx. S0 L
Sound power level L, 88.8 dB(A)
Sound pressure level L, 77.8 dB(A)
Measurement uncertainty K 3.0 dB{A)
Hand-arm-vibration a,,. 0.9 m/s2
Measurement uncertainty K 1.5 m/s?
Aluminium body v

Dimensions (mounted)
Weight (N.W.) (without battery)
Order-no.

approx. 845 x 345 x 196 mm
approx. 4.3 kg
319014

Battery & Charger

see  Accessories & Spare parts”

Altrad Lescha Atika 20023/24
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Concrete mixers

s Curo-MbC/ABM. (i) i

» Handwheel with multi-lock system; grey cast iron gear rim (Euro-Mix) 0463122 04721220

» Handwheel with foot rest adjustment; steel gear rim (ABM}

o i I Jl T
» abrasion-resistant drive pinion made of grey cast iron

accessory

ABM P 135L

Euro-Mix

Euro-Mix

C€

Concrete mixer Euro-Mix Euro-Mix ABM P 135L
Electric motor 230 V~ 50 Hz 400 V3~ 50 Hz 230 V~ 50 Hz
Input power P, 500 W 550 W 700 W
Drum capacity approx. 125 litres approx. 125 litres approx. 130 litres
Wheels Plastic @ 240 mm Plastic @ 240 mm Plastic @ 240 mm
Dimensions 1130 x 715 x 1330 mm 1130 x 715 x 1330 mm 1230 x 715 x 1320 mm
Protection class /-degree 11/ 1P44 11/ IP44 I/ 1P44
Sound power level L, 88,4 dB(A) 88.4 dB(A) 94.5 dB(A)
Weight approx. 53.5 kg / 55.5 kg*?* approx. 53.5 kg approx. 47,5 kg
Order-na. 04601222 04602222 04601222
Carton packed*1 04631222 - -

Sieve drum 52200001

Altrad Lescha Atika 2023/24 E|
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s oM NN o

as standard

» specially shaped mixing rakes, drum filling approx. 125 / 145 / 155 litres
» large handwheel with foot rest adjustment

» stable, powder-coated construction for a long service life

» abrasion-resistant gear rim and drive pinion made of grey cast iron

accessory

g

Concrete mixer SBM P 135L SBM P 150L
Electric motor 230 WV~ 50 Hz 230 V'~ 50 Hz
Input power P, 700 W 700 W

Drum capacity approx. 125 litres approx., 145 litres
Wheels Plastic @ 200 mm Plastic @ 200 mm
Dimensions 1140 x 715 x 1330 mm 1200 = 715 x 1300 mm
Protection class /-degree I/ IP44 11 / IP44

Sound power level L, 88.4 dB(A) 88.0 dB(A)
Weight approx. 55.5 kg approx. 61.5 kg
Order-no. 047 91321202-1

Sieve drum 522 Qi1 52200001

91421202-1

T

SBM P 165L

230 V'~ 50 Hz
700 W
approx. 155 litres
Plastic @ 200 mm
1200 x 715 x 1360 mm
11 / IP44
88.0 dB(A)

approx. 62.5 kg

91421202-1

52200001

Altrad Lescha Atika 2023/24
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S - s M 03401202 03402202
= AN

» specially shaped mixing rakes, drum filling approx. 140 / 160 litres 03401203 03402203

» Handwheel with *multi-lock system or *2foot control with disc brake Llllll lllml Inl:l!l:ll“ul‘!ll

» stable, powder-coated construction for a long service life
'DT4I.'I 203 0?402203

» abrasion-resistant gear rim and drive pinion made of grey cast iron

SM 165 S

SM 145S

SM 145 S
g3 pie

SM 145 5%

Concrete mixer SM 145 5*2 SM 165 §*2

Electric motor 230 V'~ 50 Hz| 400 V3~ S0 Hz 230 V~ 50 Hz| 400 V3~ 50 Hz 230 V~ 50 Hz| 400 V3~ 50 Hz
Input power P, 500 W| 550 W 500 W|550 W 500 W| 550 W

Drum capacity approx, 140 litres approx. 140 litres approx. 160 litres
Wheels Plastic @ 240 mm Plastic @ 240 mm Solid rubber @ 400 mm
Dimensions 1320 x 715 x 1330 mm 1320 x 715 x 1330 mm 1320 x B30 x 1410 mm
Protection class /-degree II f IP45 11 / IP45 I/ 1P45

Sound power level L, 88.4 dB(A) 88.4 dB(A) 89,5 dB(A)

Weight approx. 61.5 kg approx. 69.0 kg approx. 83.5 kg
Order-no. 032401202| 03402202 03401202 | 03402203 074012032 | 07402203
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Se ri eS SM 07505203 08001203
as standard ﬁllllﬂltllﬂll ll[lllul ﬂltltlultlﬁ \!llll
» specially shaped mixing rakes, drum filling approx. 160 / 180 litres DRO02203

» ergonomic handwheel with foot control and disc brake
» stable, powder-coated construction for a long service life

» abrasion-resistant gear rim and drive pinion made of grey cast iron 4||lr“lt|!\“!l‘lll

DGUV
tested

Concrete mixer SM 165 G SM 185 S

BRIGGS & STRATTON petrol 230 W~ 50 Hz| 400 V3~ 50 Hz
Power (P,) approx. 1.2 kW / 1.6 PS S00 W| 750 W
Drum capacity approx, 160 litres approx. 180 litres
Wheels Solid rubber @ 400 mm Solid rubber @ 400 mm
Dimensions 1440 x 830 x 1410 mm 1460 x 830 x 1400 mm
Protection class /-degree 11/ IP44 11 / 1P45
Sound power level L, 106.2 dB(A) 89.5 dB(A)
Weight approx. 101.5 kg approx. 101.5 kg
Order-no. 07505203 0B001203| 0BO02203

12 Altrad Lescha Atika 2023/24
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Series S

as standard

> specially shaped mixing rakes, drum filling approx. 180 / 225 litres
» Handwheel with swivel gear, foot control and disc brake

» stable, powder-coated construction for a long service life

» abrasion-resistant gear rim and drive pinion made of grey cast iron

Concrete mixer

Electric motor 230 WV~ 50 Hz| 400 V3~ 50 Hz
Input power P, S00 W) 900 W

Drum capacity approx, 180 litres
Wheels Solid rubber @ 400 mm
Dimensions 1550 x 830 x 1390 mm
Protection class /-degree I1 / IP45

Sound power level L, 89.5 dB(A)

Weight approx. 106.0 kg
Order-no. 11101203 11102203

Altrad Lescha Atika 2023/24

11101203 11102203

JOARAR

12201203 12202203

OO

230 V~ 50 Hz| 400 V3~ 50 Hz
900 W| 900 W

approx. 225 litres
Solid rubber @ 400 mm
1550 x B30 x 1440 mm

11 / IP44
96.3 dB{A)

approx. 126.5 kg

12201203| 12202203

13
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Series AT

as standard

» Mixing drum with 3 mixing rakes; drum filling approx. 280 litres 96605602 96606607
> large handwheel with infinitely adjustable swivel gear; lifting lugs
B+ stable, powder-coated construction for a long service life II| Illlml l I ﬂ!‘ﬂu”umu!m J!H
+ abrasion-resistant gear rim & drive pinion made of grey cast iron 7000181160228
56607502

Concrete mixer

AT 350*!

96601602

Ji

AT 350%*2

96602602

NI

L

162772

!’|ICIIJI

SAINT-DEMNIS
MATERIEL
FOLR LE
BATIMENT

AT 350*2

Motor

Power (P}

Drum velume f -capacity
Chassis

Dimensions

Road approval

Sound power level L,
Weight

Order-no.

230 Ve~ 50 Hz| 400 V3~ 50 Hz HONDA GX160| Robin SP170 Petrol

1500 W| 1500 W
approx. 340 litres / 280 litres
13" rim, 135/ road tyres

40kW /55PS| 4.4 kW / 6.0 PS
approx. 340 litres f 280 litres
13" rim, 135/ road tyres

HATZ Diesel 1B20
3.5kW /48PS
approx. 340 litres / 280 litres
13" rim, 135/ road tyres

approx. 1910 x 950 x 1550 mm approx. 1910 x 950 x 1550 mm approx. 1910 x 950 x 1550 mm

6 km/h
94 dB(A)
approx. 305 kg
96601602 96602602

& km/h
105 dB({A)
approx. 305 kg
96605602 96606602

& km/h
110 dB{A)
approx. 305 kg
96607502

Altrad Lescha Atika 20023/24
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Series AT

as standard

» Mixing drum with 3 mixing rakes; drum filling approx. 320 litres
> large handwheel with infinitely adjustable swivel gear; lifting lugs
B stable, powder-coated construction for a long service life

» abrasion-resistant gear rim & drive pinion made of grey cast iron

96701602

L

96705602

i

LI
|

96702602

6706602

U NSRRI

SAINT-DEMNIS

MATERIEL

FOLR LE
ALTRAD BATIMENT

AT 420*2

Concrete mixer AT 420*!

Motor 230 WV~ 50 Hz| 400 V3~ 50 Hz
Power (P,) 1500 W| 1500 W

Drum velume f -capacity approx. 380 litres f 320 litres
Chassis 13" rim, 135/ road tyres
Dimensions approx. 1910 x 1050 x 1630 mm
Road approval 6 km/h

Sound power level L, Sd dB(A)

Weight approx. 340 kg
Order-no. 96701602| 96702602

Altrad Lescha Atika 20023/24

HONDA GX160| Robin SP170 Petrol
40kW/55PS| 4.4 kW /6.0 PS
approx. 380 litres / 320 litres
13" rim, 135/ road tyres
approx. 1910 x 1050 x 1630 mm

& km/h
105 dB(A)

approx. 340 kg
96705602 96706602

Technical modifications reserved. Image similar



Series AT A0 g

> Mixing drum with 3 mixing rakes; drum filling approx. 400 litres 9GRO5E02 9GR07E03

> large handwheel with infinitely adjustable swivel gear; lifting lugs

B+ stable, powder-coated construction for a long service life mm l !‘ IlIJI ”Nﬂ!”lalluull‘ III
+ abrasion-resistant gear rim & drive pinion made of grey cast iron ] 3

SAINT-DEMNIS

MATERIEL

FOLR LE
ALTRAD BATIMENT

Concrete mixer AT 480*! AT 480*2

Motor 230 Ve 50 Hz| 400 V3~ 50 Hz HONDA GX160 | HATZ Diesel 1B20
Power (P,) 1500 W| 1500 W 40kW/55PS| 3.5 kW /4.8P5
Drum velume f -capacity approx. 460 litres / 400 litres approx. 460 litres / 400 litres
Chassis 13" rim, 135/ road tyres 13" rim, 135/ road tyres
Dimensions approx., 1910 x 1050 x 1630 mm  approx. 1910 x 1050 x 1630 mm
Road approval 6 km/h & kmy/h

Sound power level L, Sd dB(A) 105 dB(A)| 110 dB(A)
Weight approx. 340 kg approx. 350 kg | approx. 363 kg
Order-no. 96801602| 96802602 96805602 96807603

16 Altrad Lescha Atika 20023/24
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Pan mixers

Series LZ

as standard

&

» practical Allround-Mixers for better mixing results with up to

60% time saving

+ Segment slider & foldable bucket console guarantees quick emptying

B Switch with safety shut-off when opening the drum lid

ARREEE:
MArSSENEL.

AR
o

additional ==
transport rollers )
easy loading by

only one person

in any estate car

safe working

the safety shut-off for
the drum lid and the
operating switch with
auickstop button ensure
a safe work

solid & robust constructions
designed for tough
building side operation

large

solid rubber wheels
the mixer s easily
movable from one
person also on
stairs and through
any door

C€

Pan mixer

Electric motor

Input power P, (S6-40%)

Max. filling capacity (volume of drum)
Rated filling capacity (effective volume)
Rotation speed of agitator

Wheels

Sound power level L,

Dimensions (L x W x H)

Dimension floor - bottomn of ejection slot
Safety shut-off on the drum lid
Segment slider in the drum bottom
Foldable bucket console

Rear foldable step

Weight

Order-no.

Altrad Lescha Atika 20023/24

7 the mixing process;

simple filling
bulk material can
be filled Im during

a bag ripper on the
drum lid Is tearing
of the bag

quick & well dosed
discharging

thanks te a segment
shider in drurm
battarm

foldable
bucket console
for easy discharging

into a mortar bucket it e map

allows aésy !ililng
of the large drum

&

LE-LZ 100

I

LE-LZ 140

I

L

IR

. | . |
e G |
. B
toeat | cosry |

wide feet
guarantee a
safe stand -
LZ 100 LZ 140
240 VW~ 50 Hz 240 W~ 50 Hz
2300 W 2300 W
100 litres 140 litres
80 litres 115 litres
35 min*® 29 min '’
Solid rubber @ 330 mm Solid rubber @ 330 mm
95 dB({A) 95 dB{A)
720 x 690 x 1190 mm 820 x 770 x 1210 mm
630 mm 630 mm
v v
v v
v v
X v
approx. 99 kg approx. 119 kg
LE-LZ 100 LE-LZ 140

Techndcal modifications reserved.



Series LHB mTq" |
as standard sl 4 i
> heavy, robust and durable construction with lifting lugs 97106618
» large mixing drum with a volume of approx. 350 litres

» large hydraulic loading shovel (Skip) with safety valves
+ easy and comfortable electric-hydraulic control

Loading slide for
easy filling of the

skips
: ITALIA
c PONTEGE
€ FRODOTTI PER EDHLIZ1A
PRODUZIONE, VEMDITA
ALTRAD Bt
Skip mixer LHB 360*! LHB 360*2 E
Motor 400 V3~ 50 Hz HATZ Diesel 3
Power (P,) 3000 W 7.4 kW / 10 PS E
Drum volume / Ready-mixed concrete approx, 350 litres f 250 litres approx. 350 litres / 250 litres E
Water tank approx. 60 litres approx. 60 litres E
Chassis steel rim with road tyres steel rim with road tyres 2
Dimensions approx. 3730 x 1990 x 3170 mm  approx. 3730 x 1990 x 3170 mm s
Loading slide X v g
Sound power level L, < B0 dB(A) dB(A) 3
Weight approx. 1100 kg approx. 1200 kg E
Order-no. 97102404 97106618 ]
g

18 Altrad Lescha Atika 20023/24



Series LHB

as standard

> heavy, robust and durable construction with lifting lugs
> large mixing drum with a volume of approx. 500 litres
» large hydraulic loading shovel (Skip) with safety valves
+ easy and comfortable electric-hydraulic control

C€

Skip mixer

Electric motor

Input power P,

Drum volume / Ready-mixed concrete
Water tank

Chassis

Dimensions

Loading slide

Sound power level L,

Weight

Order-no.

Altrad Lescha Atika 20023/24

LHB 550

400 V3~ 50 Hz
5500 W
approx. 500 litres / 380 litres
approx. 80 litres
steel rim with road tyres
approx. 3830 x 1990 x 3170 mm
X

< 81 dB{A)

approx. 1350 kg
99002304

99002304

ITALIA
PONTEGG!

PRODOTTI PER EDILIZIA
PRODUZIONE, VENDMTA

NOLEGGIO

=]
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S . L H B 97202202 97202218
i IV

» heavy, robust and durable construction with lifting lugs 97206202

> large mixing drum with a volume of approx. 800 litres

» large hydraulic loading shovel (Skip) with safety valves “}‘Ul‘l!ll‘lﬂl!‘lll
> casy and comfortable electric-hydraulic control 8 & G294

LHB 800

Loading slide for

easy filling of the
LHB 800  -uips

TALIA
PONTEGG!
PRODOTTI PER EDILIZIA
PRODUZICNE, VENDITA
NOLEGGIO

Skip mixer LHB 800*!

Motor 400 W3~ 50 Hz HATZ Diesel 2G40
Power (P,) 5500 W 17 kW /f23.1P5
Drum volume / Ready-mixed concrete approx. 800 Liter f 460 Liter approx. 800 Liter / 460 Liter
Water tank approx. 80 Liter approx. 80 Liter
Chassis steel rim with road tyres steel rim with road tyres
Dimensions approx. 3940 x 1990 x 3170 mm  approx. 3940 x 1990 x 3170 mm
Loading slide X | v X

Sound power level L, = 81 dB{A) dB(A)

Weight approx. 1550 kg | approx. 1650 kg approx. 1550 kg
Order-no. 97202202 | 97202218 97206202

20 Altrad Lescha Atika 20023/24
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Series LHB

as standard

> heavy, robust and durable construction with lifting lugs
» large mixing drum with a volume of approx. 1000 litres
» large hydraulic loading shovel (Skip) with safety valves
+ easy and comfortable electric-hydraulic control

Loading slide for

easy filling of the
LHB 1000 <ips

C€ e

97302202

UL

97306202

1AV

LHB 1000

ITALIA
PONTEGG!

FRODOTTI PER EDILIZIA
PRODUZIOME, VENDITA
NOLEGGID

Skip mixer LHB 1000*! LHB 1000*2

Maotor 400 V3~ 50 Hz LOMBARDINI 12LD/477 Diesel
Power (P,) 7500 W 16.8 kW / 23 PS

Drum volume / Ready-mixed concrete approx. 1000 litres / 600 litres approx. 1000 litres f 600 litres
Water tank approx. 80 litres approx. 80 Liter
Chassis steel rim with road tyres steel rim with road tyres
Dimensions approx. 4140 x 1990 x 3170 mm  approx. 4140 x 1990 x 3170 mm
Loading slide v X

Sound power level L, = 81 dB{A) dB(A)

Weight approx. 1750 kg approx. 1650 kg
Order-no. 97302202 97306202

Altrad Lescha Atika 20023/24
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Series LHB 0w i

as standard

» heavy, robust and durable construction with lifting lugs
» large mixing drum with a volume of approx. 1200 litres
» large hydraulic loading shovel (Skip) with safety valves
+ easy and comfortable electric-hydraulic control

Loading slide for

easy filling of the
LHB 1200 suips

C€ e

LHB 1200

97602202

u [ﬂs Jl
97606 2{}2

!0521553 142595

ITALIA
PONTEGG!

FRODOTTI PER EDILIZIA
PRODUZIOME, VENDITA
NOLEGGID

Skip mixer LHB 1200*! LHB 1200*2

Maotor 400 V3~ 50 Hz HATZ Diesel 2G40
Power (P,) 9250 W 17 kw f 23.1 PS

Drum volume / Ready-mixed concrete approx. 1200 litres / 740 litres approx. 1200 litres / 740 litres
Water tank approx. 100 litres approx. 100 litres
Chassis steel rim with road tyres steel rim with road tyres
Dimensions approx. 4240 x 2090 x 3270 mm  approx. 4240 x 2090 x 3270 mm
Loading slide X | v X

Sound power level L, = 82 dB{A) dB(A)

Weight approx. 1850 kg | approx. 1950 kg approx. 1850 kg
Order-no. 97602299 | 97602202 97606202

22 Altrad Lescha Atika 20023/24
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Series LHB

as standard

> heavy, robust and durable construction with lifting lugs
» large mixing drum with a volume of approx. 1500 litres
» large hydraulic loading shovel (Skip) with safety valves
+ easy and comfortable electric-hydraulic control

C€

Skip mixer

Electric motor

Input power P,

Drum volume / Ready-mixed concrete
Water tank

Chassis

Dimensions

Loading slide

Sound power level L,

Weight

Order-no.

Altrad Lescha Atika 20023/24

LHB 1500

400 V3~ 50 Hz
9250 W
approx. 1500 litres / B65 litres
approx. 100 litres
steel rim with road tyres
approx. 4540 x 2090 x 3270 mm
X

< B2 dB{A)

approx. 1900 kg
99002204

99002204

ITALIA
PONTEGG!

PRODOTTI PER EDILIZIA
PRODUZIONE, VENDMTA

NOLEGGIO

Technical modifications reserved. Image similar






SAWING

BENCH SAWS
CONSTRUCTION SAWS
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Bench saws

as standard

Series TSL 315 ﬂ[lﬂ|ﬂ[||[\[|l’ﬂﬂ[ﬂ

&

» sturdy, fully galvanised metal contruction 301981

» combined longitudinal & cross fence, guided on a profile rail

» crank handle for infinitely variable cutting height & tilt adjustment E" ||H|'I| |II| ||I!‘
» 2 suction connections - directly on saw blade guard & housing alzanrgzlnrosro

-

— | \
Sliding carriage | j ! \
available as accessory \ .‘. N\

Bench saw TSL 315

Electric motor with brake 230 VW~ 50 Hz 400 V3~ 50 Hz

Input power P, (S6 20%) 3000 W 3300 W

Output power P, (56 20%) 2100 W 2500 W

Fuse rating (inert) 16 A 16 A

Carbide saw blade @ 315 x 2.2/3.0 mm @ 315 x 2.2/3.0 mm

Number of teeth 40 40

Saw blade bore @ 30 mm @ 30 mm

Variable cutting height at 90° approx. 0 - 90 mm approx. 0 - 90 mm

Variable cutting height at 45° approx. 0 - 63 mm approx. 0 - 63 mm

Variable tilt adjustment 02 - 45° 02 - 45°

Longitudinal & cross fence (combined) 02 - 60*® 02 - a0°
Table extension B00 x 400 mm 800 x 400 mm

Table BOO x 550 mm 800 x 550 mm
Table height 810 mm 810 mm _
Sound pressure level (processing) L, 90.9 dB(A); K=4.0 dB(A) 90.9 dB(A); K=4.0 dB(A) E
Sound power level (processing) Ly, 104.6 dB(A); K=4.0 dB(A) 104.6 dB(A); K=4.0 dB(A) E
Motor protection switch & no-voltage release v v

Stepless cutting height & angle adjustment v v E
2 connections for chip extraction v v g
Inclusive suction hose, push stick & push handle v v g
Weight approx. 46 kg approx. 43 kg %
Order no. 301980 301981 i
Sliding carriage 302615 302615 E
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Construction saws

Series CBL

as standard

» sturdy, fully galvanised metal contruction
+ powerful electric motors with brake

» large, foldable table extension

> including rip, cross and mitre fence

carbide saw blade| safety blade
@ 450 mm with guard

tension relief

slots

T,
safety riving knife ™

large, foldable =
table extension

chip extraction
connection

lifting lugs

reinforcing struts

non-slip
foot caps

motor with overload
protection and brake

:hﬁﬁﬁf | |

303120

AR

303121

JUNIA

cross & mitre fence
with wedge cutting
gauge

rapid fixing
rip fence with
aluminium
stop bar

lockable switch
with no-voltage
release and
CEE-plug with
phase-shifting
for 3-phase
operating

push stick &
push block

fully galvanised
| metal frame

Construction saw CBL 450
Electric motor with brake 230 Ve~ 50 Hz 400 V3~ 50 Hz
Input power P, (S6 40%) 3000 W 4400 W
Output power P, (56 40%) 2200 W 3500 W
Fuse rating (inert) 16 A 16 A
Carbide saw blade D450 x 2.8/3.8B mm D450 x 2.8/3.8 mm
Number of teeth 40 40
Saw blade bore @ 30 mm @ 30 mm
Cutting height approx. 150 mm approx. 150 mm
Cross and mitre fence 02 - 45% 02 - 45%
Table extension 720 x 660 mm 720 x 660 mm
Table 1000 x 660 mm 1000 x 660 mm
Table height 850 mm 850 mm

Sound pressure level at workstation L,
Guaranteed sound power level L,

Motor protection switch & no-voltage release
CEE-plug incorporating phase-shifting
Infinitely variable cutting height

Rip & cross fence

Lifting lugs and chip extraction connections
Inclusive push stick and push handle

Weight

Order-no.

94.5 dB(A); K=4.0 dB(A)
110 dB{A); K=4.0 dB(A)

LURXXS

approx. 92 kg
303120

94.5 dB(A); K=4.0 dB(A)
110 dB(A); K=4.0 dB(A)

SSEXKX

approx. 92 kg
303121

Altrad Lescha Atika 20023/24
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Series CBL TP-2

as standard

= robust metal construction with full galvanisation and metal saw blade guard
» powerful three-phase electric motor with brake

+ available with smal or wide, foldable table extension

> including rip, cross and mitre fence

m\

303122

JANO

303123
nlaql

I.Itll]f-ids 02&

Construction saw CBL 450 TP-2

Electric motor with brake 400 V3~ 50 Hz 400 V3~ 50 Hz
Input power P, (S6 40%) 5500 W 5500 W
Output power P, (S6 40%) 4200 W 4200 W
Fuse rating (inert) 16 A 16 A
Carbide saw blade @ 450 x 4.0 mm @ 450 x 4.0 mm
Number of teeth 32 32
Saw blade bore @ 30 mm @ 30 mm
Cutting height approx. 125 mm approx. 125 mm
Cross and mitre fence 02 - 45% 02 - 45%
Table extension 700 x 420 mm 700 x 746 mm*1
Table 1046 x 750 mm 1046 x 750 mm
Table height 850 mm 850 mm
Sound pressure level at workstation L, 96 dB{A); K=4.0 dB(A) 96 dB(A); K=4.0 dB(A)
Guaranteed sound power level Ly, 110 dB(A); K=4.0 dB(A) 110 dB(A); K=4.0 dB(A)
Motor protection switch & no-voltage release v v
CEE-plug incorporating phase-shifting v v
Infinitely variable cutting height X X
Rip & cross fence v v
Lifting lugs and chip extraction connections v v
Including push stick v v
Weight approx. 125 kg approx. 130 kg
Order-no. 303122 303123

Chassis including handles 303240

303240

2B
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Series CPFL o o

&

» robust, fully galvanised metal contruction 303172 03182

» powerful electric motors with brake

= table made of steel with aluminium insert Ml Illm!IJ”!lnll IIMHUM‘UM‘!“
> large, foldable table extension ] H IR L A

carbide saw blade safety blade cross & mitre

@ 400, 450 or 500 mm guard | fence with

with tension relief slots |wedge cutting | rapid fixing
) gauge | rip fence with
e | aluminium

safety riving knife =

et =1 | stop bar with
L i - | high and low

large, foldable
a | contact surface

chip extraction

cannection lockable switch

with no-voltage
release and
CEE-plug with
phase-shifting
far 3-phase
aperating

Ifting lugs

reinforcing struts

push stick &
push black

mator with overload
protection and brake fully galvanised

metal frame

Construction saw CPFL 400 CPFL 450 CPFL 500
Electric motor with brake 230 VW~ 50 Hz| 400 V3~ 50 Hz 400 V3~ 50 Hz 400 V3~ 50Hz
Input power P, (S6 40%) 3000 W 4400 W S000 W 6100 W
Output power P, (S& 40%) 2200 W) 3500 W 4000 W S000 W
Fuse rating (inert) 16 A 16 A 20 A
Carbide saw blade @ 400 x 2.8/3.8 mm @ 450 x 2.8/3.8 mm @ 500 x 2.8/4.0 mm
Number of teeth 28 40 36
Saw blade bore @ 30 mm & 30 mm @ 30 mm
Cutting height approx. 126 mm approx. 150 mm approx. 175 mm
Cross and mitre fence 0@ - 459 0% - 459 02 - 452
Table extension 720 x 750 mm 720 x 750 mm 720 x 750 mm
Table 1050 x 750 mm 1050 x 750 mm 1050 = 750 mm
Table height 850 mm 850 mm 850 mm
Sound pressure level at workstation L, 98.5 dB{A); K=4.0 dB(A) 98.5 dB(A); K=4.0 dB(A) 98.5 dB(A); K=4.0 dB{A)
Guaranteed sound power level L, 140 dB(A); K=4.0 dB(A) 114 dB(A); K=4.0 dB(A) 114 dB(A); K=4.0 dB(A)
Motor protection switch & no-voltage release v v v
CEE-plug incorporating phase-shifting X | v v v
Infinitely variable cutting height X x x
Rip & cross fence v v v
Lifting lugs and chip extraction connections v v v
Incl. push stick and push handle v v v
Weight approx. 110 kg approx. 112 kg approx. 116 kg
Order-no. 303151 (303162 303172 303182
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Series CPHL

as standard

» robust, fully galvanised metal contruction; infinitely variable cutting height

» powerful three-phase electric motor with brake

+ table made of steel with aluminium insert

» large, foldable table extension as well as rip, cross & mitre fence

Jn32z2

AN

303232

JINIAVIM

C€

o

Construction saw

Electric motor with brake
Input power P, (S6 40%)
Output power P, (S6 40%)
Fuse rating (inert)
Carbide saw blade
Number of teeth

Saw blade bore

Cutting height

Cross and mitre fence

Table extension

Table

Table height

Sound pressure level at workstation L,
Guaranteed sound power level L,
Motor protection switch & no-voltage release

CEE-plug incorporating phase-shifting
Infinitely variable cutting height

Rip & cross fence

Lifting lugs and chip extraction connections
Incl. push stick and push handle

Weight
Order-no.

CPHL 450

400 V3~ 50 Hz
5000 W
4000 W
16 A
D450 x 2.8/3.8B mm
40
@ 30 mm
approx. 0 - 150 mm
0° - 459
720 x 750 mm
1050 x 750 mm
850 mm
98.5 dB(A); K=4.0 dB(A)
114 dB(A); K=4.0 dB(A)

SR8

approx. 142 kg
303222

infinitely variable cutting height

CPHL 500

400 V3~ 50 Hz
6100 W
5000 W
20 A
@ 500 x 2.8/4.0 mm
36
@ 30 mm
approx. 0 - 175 mm
02 - 45%

720 x 750 mm
1050 x 750 mm
B850 mm
98.5 dB(A); K=4.0 dB(A)
114 dB(A); K=4.0 dB{A)

SSKSKX

approx. 146 kg
303232
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as standard

Series CPHL TP-2 [

» robust metal construction with full galvanisation and metal saw blade guard 303224

» powerful three-phase electric motor with brake

+ available with smal or wide, foldable table extension l‘l,l“ ”‘!!‘ |JI||!I
» infinitely variable cutting height as well as rip, cross & mitre fence A i

\\\

Chassis incl. handles
available as accessory

Construction saw CPHL 450 TP-2

Electric motor with brake 400 V3~ 50 Hz 400 V3~ 50 Hz
Input power P, (S6 40%) 5500 W 5500 W
Output power P, (S6 40%) 4200 W 4200 W
Fuse rating (inert) 16 A 16 A
Carbide saw blade @ 450 x 4.0 mm @ 450 x 4.0 mm
Number of teeth 32 32
Saw blade bore @ 30 mm @ 30 mm
Cutting height approx. 0 - 130 mm approx. 0 - 130 mm
Cross and mitre fence 02 - 459 0% - 45%
Table extension 700 x 420 mm 700 x 746 mm*1
Table 1046 x 750 mm 1046 x 750 mm
Table height 850 mm 850 mm
Sound pressure level at workstation L, 96 dB{A); K=4.0 dB(A) 96 dB(A); K=4.0 dB(A)
Guaranteed sound power level Ly, 110 dB(A); K=4.0 dB(A) 110 dB(A); K=4.0 dB(A)
Motor protection switch & no-voltage release v v
CEE-plug incorporating phase-shifting v v
Infinitely variable cutting height v v
Rip & cross fence v v
Lifting lugs and chip extraction connections v v
Including push stick v v
Weight approx. 160 kg approx. 165 kg
Order-no. 303223 303224

Chassis including handles 303240 303240
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SMOOTHING

PLACERS / RAKES
FLOATS / SCREEDERS
POKERS

Altrad Lescha Atika 2023/24



Placers / Rakes

as standard

Series Placer / Rake ﬂ”"ll”muul

1 &

» special tools that makes it easy to drag concrete when pouring slabs BES0.9.007
> one side for distributing larger quantities of material, the other side

for small, fine surface adjustments ﬂ«l;"".l[l:‘ l!IJ!I"
» can also be used as a small surface tamper 5 14 4 &

BELLE

LIGHT
CONSTRUCTION
EQLAPME MT

C€

:

Concrete placer Concrete rake g

Dimensions incl. Stem (L x W x H) approx. 1400 x 495 x 115 mm approx. 1400 x 570 x 130 mm E
Weight (Attachment) approx. 1.5 kg approx. 1.5 kg ]
Weight (Stem) approx. 0.5 kg approx. 0.5 kg %
Order-no. BES50.9.005 BE50.9.007 z
2
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Floats / Screeders Loescha

BEEI‘.}IQDI BES0303
Series Easy Bull/Big Blue / Fresno Broom Il l
as standard A
> lightweight magnesium alloy blade with reinforcement (Easy Bull) 5550905
» wide blade with rounded corners made of tempered blue steel {B:g Blue)
» combination float for an even broom finish (Fresno Broom} “}‘I"ll‘[l}“l!llUII
> including 3 attachable aluminium handle parts (total length 5.4 m) & tilt joint 1

HELLE
LIGHT
CONSTRLUCTION
ALTRAD B

Float Easy Bull Big Blue Fresno Broom
Dimensions incl. cpl. handle 5400 x 1215 x 200 mm 5400 x 1222 x 302 mm 5400 x 915 x 125 (220) mm
3 clamp-on handle parts v v v

Tilt joint v v v

Weight (Attachement) approx. 6.0 kg approx. 11.1 kg approx. 4.8 kg
Weight (Handle) approx. 3.6 kg approx. 3.6 kg approx. 3.6 kg
Order-no. BES0901 BE50903 BES0905
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as standard

Series Midi Screed 200 |!||||l[”\||!\]!|

B Aluminium screeder with direct swing drive for high productivity BE157.9.030

» turn & tilt mechanism for easy change of position

B+ Beam size 2000 x 240 mm; available with electric- or petrol motor “}Iﬂll[l}“ll"Ul!
 includes 3 handle sections with 1.5 m length shgs1e e

HELLE

LIGHT
CONSTRUCTION
EQUIPMEMT

g

Screeder Midi Screed 200 3
Motor Electric motor 230 Ve~ 50 Hz Petrol engine HONDA GX25 E
Power (P,) 350 W 0.71 kW / 1 HP o
Speed 7000 min* 7000 min* -]
Centrifugal force 2.3 kN 2.3 kN 5
Sound power level L, 101 dB(A) 101 dB(A) T
Weight approx. 16.5 kg approx. 19.0 kg E
Order-no. BE157.9.007 BE157.9.030 E

g
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Series Easy Screed Pro

as standard

» unigue beam section allows "free screeding”

» quick release for tool-free and easy change or removal of the aluminium beam
B variable centrifugal force to suit beam width and concrete slump

> different beam wides to suit your applications available as accessory

|3

BE157.9.010

5|!5

I

I

BELLE

CONSTRUCTION

GIHT

&

Il

EQLAPME MNT

Screeder Easy Screed Pro

Motor Petrol engine HONDA GX35
Power 1.3HP/ 1,0 kW
Frequency 83 Hz
Compaction depth max. 75 mm
Dimensions (L x W x H) 630 x 440 x 1040 mm
Vibration level < 1.5 m/s2

Sound power level L, 102 dB(A)

Weight approx. 14.5 kg
Order-no. (Drive unit BE157.9.010

Beam profiles see  Accessories & Spare parts”

Altrad Lescha Atika 20023/24
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Series Vibratech+

as standard

» high-frequency electronic poker with maintenance-free motor

b die-cast moulded aluminium housing with LED operation/fault display
= 7 m abrasion-resistant hose designed for deeply poured concrete

+ 3 different models (sizes) available

Ce

Poker

Electric motor
Input power P,
Current
Frequency
Paker

Diameter
Length
Vibrations per minute
Centrifugal force
Hose length
Cable length
Vibration level
Weight
Order-no.

Vibratech+ 38

230 V'~ 50 Hz
1500 W
1.3 A
200 Hz

38 mm
330 mm
12000 vpm
1825 Nm
7m
15m
2.13 m/sec?
approx. 12 kg
BEBVPO1

Vibratech+ 52

230 ¥V~ 50 Hz
1500 W
1.5A
200 Hz

52 mm
382 mm
12000 vpm
3420 Nm
im
15 m
1.77 m/sec?
approx. 17 kg
BEBVPO9

BEBVPO1

|

&

I

BEBVPOS

VL LA

BEBVP15

IR

BELLE
UGHT

CONSTRUCTION

ALTRAD IR

Vibratech+ 58

230 W~ 50 Hz
1500 W
1.5A
200 Hz

58 mm
410 mm
12000 vpm
S075 Nm
im
15 m
1.99 m/sec?
approx. 19 kg
BEBVP15
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COMPACTING

PLATE COMPACTORS

RAMMERS
TWIN DRUM ROLLERS

—~~
ALTRAD




Plate compactors

as standard

Series MPC / PCEL w0

& e 1 iy

b lightweight & compact, forward-moving plate compactors BEELE4010

» 8 mm strong base plate with transport handles {PCEL models)

> operating handle can be folded and removed for space-saving storage ual "I""IIIIH IH
b+ no exhaust fumes, ideal for poorly ventilated areas (PCEL 400E) shiztanslangass

HELLE

UIGHT
CONSTRUCTION
EQUAPMAEMT

C€

Plate compactor MPC 300 PCEL 320X PCEL 400E
Motor Petrol engine HOMNDA GXH50  Petrol engine HONDA GXR120  Electric motor 230 Ve~ 50 Hz
Power (P,) 2.5HP/ 1.B kw 3.1 HP/ 2.3 kw 0.75 HP / 0.55 kW
Static pressure 513.4 kg/m? 425 kg/m? 354 kg/m?
Centrifugal force / Frequency 3.25 kN at 80 Hz 11 kN at 101 Hz 11 kM at 101 Hz
Travel speed max. 12 m/min 22 my/min 18 my/min
Plate size 470 x 300 mm 428 x 320 mm 488 x 380 mm
Vibration level 7.11 m/fsecz 4,43 m/sec 4,43 m/sec?
Operating time max. (EAV) 60 min 153 min 153 min
Sound power level L, 99 dB(A) 105 dB(A) 99 dB(A)
Weight approx. 32.0 kg approx. 49.0 kg approx. 48.5 kg

Order-no. BEMPCO1 BEELX3201 BEELE4010
Block paving pad - BEOPPR/&63/DIO BEQPPR/82/DI0D
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Series PCLX

as standard

> midweight, forward-moving plate compactor with HONDA petrol engine

» protective frame with lifting bow as well as foldable operating handle
» optimised baseplate, high compaction at low Hand-Arm Vibration
b water tank & spray system (water-kit) available as accessory

C€

Plate compactor

Motor

Power

Static pressure

Centrifugal force / Frequency
Travel speed max.

Plate size

Vibration level

Operating time max. (EAV)
Sound power level L,
Weight

Order-no.

Accessory

PCLX 32

Petrol engine HONDA GX120
3.2HP /S 2.4 kW
416 kg/m?
13 kM at 101 Hz
20 mymin
320 mm
2.49 mfsec2
min
105 dB(A)
approx. 64.0 kg
BELC3271

see JAccessories & Spare parts”

BELC3271

Il

BELC4071

LUl

1

I

PCLX 40

Petrol engine HONDA GX120
3.2HP /S 2.4 kW
350 kg/m?
13 kM at 101 Hz
20 mymin
400 mm
2.50 mfsec2
min
105 dB(A)
approx. 68.5 kg
BELC4071

see JAccessories & Spare parts”

HELLE

LIGHT
CONSTRUCTION
ALTRAD BREEEE

1“
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as standard

Series PCLX / SF N

&

» light- & heavyweight, plate compactors with electric- & petrol motor BE164.9, Qm

» strong & durable 8 mm base plate with transport handles

» foldable operating handle, ideal for storage and transport uﬂ "””!I nﬂ
b+ no exhaust fumes, ideal for poorly ventilated areas (E-models) 31403Ma0626¢2

HELLE

LIGHT
CONSTRUCTION
EQULAPMEMT

Plate compactor PCLX 12/40¢ PCLX 16/45E

Motor Electric motor 230 V~ 50 Hz Electric motor 230 Ve~ 50 Hz Petrol engine HONDA GX160
Power (P,) 2.0 HP / 1.5 kW 3.0HP/ 2.2 kW 5.5 HP /4.1 kW
Static pressure 388 kg/m?2 517 ka/m?2 313 kg/m=
Centrifugal force / Frequency 12 kN 16 kN 18 kN bei 90 Hz
Travel speed max. 24 my/min 27 m/min 24 m/min
Plate size 488 x 380 mm 583 x 450 mm 540 x 460 mm
Vibration level 3.97 m/sec? 3.04 m/fsec 8.7 m/sec?
Operating time max. (EAV) 190 min 324 min min
Sound power level L, 104 dB(A) 105 dB(A) 107 dB(A)
integrated, foldable wheel kit X v

Weight approx. 50.0 kg approx. 97.0 kg approx. 78.0 kg

Order-no. BELCE4009 BEMCE4510 BE164.9.000
Block paving pad BEQPF/82/DIO BEOPF/B9/DIO -
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Series PCX T g

» midweight, forward-moving plate compactor with HONDA petrol engine  ggpeaso BEPCUO1

» protective frame with lifting bow as well as foldable operating handle

» specially designed "Delta" base plate for a small turning radius Il[l" !IIIJ!!UI ullll ,l[lllluum
b including water tank & spray system as well as foldable wheel kit 5 % 5 shdste0he

HELLE

LIGHT
CONSTRUCTION
ALTRAD BREEEE

Plate compactor PCX 20A PCX 17/50A PCX 60A
Motor Petrol engine HONDA GX120 HONDA GX120| HONDA GX160 Petrol engine HONDA GX120
Power 4,0 HP / 3.0 kW 4.0 HP / 3.0 kW| 5.5 HP / 4.0 kW 4.0 HP / 3.0 kW
Static pressure 420 kg/m?2 485 kg/m? 565 kg/m?
Centrifugal force / Frequency 11 kM at 101 Hz 15 kN bei 85 Hz 11 kN at 101 Hz
Travel speed max. 16 my/min 24 mymin 25 my/min
Plate size 581 x 500 mm 565 x 500 mm 400 x 350 mm
Vibration level 13.7 m/sec? 6.21 mys2 4.9 m/s?
Operating time max. (EAV) 16 min 78 min 125 min
Sound power level L, 105 dB(A) 105 dB(A) 105 dB(A)
Water-kit & foldable wheel kit v v v
Weight approx. 75.0 kg approx, 89.0 kg | approx. 90.0 kg approx. 72.5 kg
Order-no. BEPCD10 BEPCAO1| BEPCASO BEPCUD1
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Series PCX T
as standard Sllilnalllﬂlltsll
» heavyweight, forward-moving combi plate compactor with HONDA petrol engine BEFC3IG00EW
» protective frame with lifting bow as well as foldable operating handle
P+ maintenance-free vibration bearing and reinforced centrifugal clutch lﬂll"!‘[lllll"l!l
» optionally with water tank & spray system (water-kit) shis1a03le0941

BELLE
UGHT
CONSTRUCTION
c € ALTRAD BREEEE
Plate compactor PCX 12/36

Motor Petrol engine HONDA GX120

Power 4.0 HP / 3.0 kW

Static pressure 586 kg/m2| 611 kg/m2*

Centrifugal force / Frequency 12 kN at 101 Hz _

Travel speed max. 20 m/min E

Plate size 606 x 360 mm E

Vibration level 4,74 mfsec?

Operating time max. (EAV) 134 min g

Sound power level L, 105 dB(A) i

Weight approx. 81,5 kg |approx. 84.5 kg*? ]

Order-no. (without water-kit) BEFC3600E TE
(with water-kit)*? BEFC3600EW i

see Accessories & Spare parts” E
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Series PCX LT

» heavyweight, combi plate compactor with HOMDA or LONCIN petrol engine pgepc4n020e
» protective frame with lifting bow as well as foldable operating handle H[II Iﬂl
5 4

P+ maintenance-free vibration bearing and reinforced centrifugal clutch
» optionally with water tank & spray system (water-kit)

C€

Plate compactor PCX 13/40
Motor Petrol engine HONDA GX120 Petrol engine HONDA GX 160 Petrol
Power 4,0 HP / 3.0 kW 5.5 HP / 4.0 kW
Static pressure 519 kg/mz2| 542 kg/m2* 518 kg/m?
Centrifugal force / Frequency 13 kN at 101 Hz 13 kN at 101 Hz
Travel speed max. 20 my/min 20 my/min
Plate size 606 x 400 mm 606 x 400 mm
Vibration level 3.20 m/sec? 3.20 mfsec2
Operating time max. (EAV) 293 min 293 min
Sound power level L, 105 dB(A) 105 dB(A)
Weight approx. 83.5 kg ]apprm:. 87.0 kg*1 approx. 85.5 kg
Order-no. (without water-kit) BEFC4000E BEFC4020E
(with water-kit)*? BEFC4000EW on request

see Accessories B Spare parts” see Accessories B Spare parts®  see L AcC

1

BEFCA000EW

LI

BEFCA060E

RN

HELLE

LIGHT

CONSTRUCTION
ALTRAD BREEEE

engine LONCIN H135
3.5 HP / 2.6 kw
519 kg/m?
13 kM at 101 Hz
20 mymin
606 x 400 mm
3.20 m/sec?
293 min
105 dB(A)
approx. 83.5 kg
BEFC4060E
on request

cessories & Spare parts”
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as standard

» heavyweight, combi plate compactor with battery-powered HONDA eGX electric motor
» powerful Honda Li-lon battery with quick charging times

B+ protective frame with lifting bow, foldable operating handle as well as 3 speed levels
> no exhaust fumes, ideal for indoors or poorly ventilated areas

Series PCX I

4

8ELLE

LIGHT

CONSTRUCTION
ALTRAD EQLAPME MIT

Plate compactor PCX 13/405

Motor Electric motor HONDA eGX (battery-powered)

Power 2.2HP/ 1.6 kKW

Speed (3-stage) 2800 / 3000 / 3600

Battery type Li=Ion (Lithium-lon)

Rated voltage rraY

Power / Capacity 720 Wh f 10 Ah

Charging time 80% / 100% approx. 50 min / approx. 75 min

Static pressure 560 kg/m?2

Centrifugal force 13 kN at 101 Hz
Travel speed max. 20 m/min :
Gradient max. 20° B
Plate size (Contact area) approx. 435 x 400 mm g
Vibration level < 2.5 mfsec2 =
Operating time max. (EAV) > 480 min g
Sound power level L, 105 dB(A) i
Weight approx. 89.0 kg** | approx. 102.0 kg*2 3
Order-no. *1{without Battery and Charger) BEFC4050E TE

*2(with Battery and Charger} BEFC4050E-SET &

Accessory see  Accessories & Spare parts” E
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Series PCX

as standard

BEMCA4501

b heavyweight, forward-moving combi plate compactor with HONDA petrol engine BEMCA4551
» protective frame with lifting bow as well as foldable operating handle
B strong & durable 8 mm base plate; low vibration level

b including integrated, foldable wheel kit

Plate compactor

Motor

Power

Static pressure

Centrifugal force / Frequency
Travel speed max.

Plate size

Vibration level

Operating time max. (EAV)
Sound power level L,
integrated, foldable wheel kit
Weight

Order-no.

Block paving pad

Altrad Lescha Atika 20023/24

PCX 16/45

Petrol engine HONDA GX160
5.5 HP / 4.0 kW
478 kg/m?
16 kN at 85 Hz
21 mymin
420 x 450 mm
2.87 mfsec2
364 min
107 dB(A)
v
approx. 90.5 kg
BEMCA4501
BEOPF/8%/DIO

BELLE
LIGHT

PCX 16/50

Petrol engine HONDA GX160
5.5HP S 4.0 kW
435 kg/m?
16 kN at 85 Hz
21 mymin
420 x 500 mm
2.87 mfsec2
364 min
107 dB(A)

approx. 91.5 kg
BEMC4551

CONSTRUCTION
ALTRAD EQULAPMEMT
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Series PCX

as standard

» heavyweight, forward-moving plate compactor; the compaction all-rounders

» protective frame with lifting bow as well as foldable operating handle
B wear-resistant base plate made of durable cast iron {(G15-700)
» optionally with water tank & spray system (water-kit)

Ce

Plate compactor

Motor

Power

Static pressure

Centrifugal force / Frequency

Travel speed max.

Plate size

Vibration level

Operating time max. (EAV)

Sound power level L,

Weight

Order-no. (without water-kit)
(with water-kit)*?

PCX 20/45

Petrol engine HONDA GX160
5.5 HP / 4.0 kW
463 kg/m?
20 kN at B0 Hz
26 mymin
696 x 450 mm
3.5 m/sec?
245 min
107 dB(A)
approx. 91.0 kg
BEFC4500E
on request

see Accessories & Spare parts”

BEFCAS500E

AT

BEFCS000E

JAR

HELLE

LIGHT
CONSTRUCTION
ALTRAD BREEEE

PCX 20/50

Petrol engine HONDA GX160
5.5HP S 4.0 kW
442 kg/m?
20 KN at B0 Hz
25 mymin
696 x 500 mm
3.5 m/sec?
245 min
107 dB(A)
approx. 97.0 kg
BEFC5000E
on request

see Accessories & Spare parts”
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Series PCX I

as standard

b heavyweight, forward-moving compactor with HATZ engine; the compaction all-rounders BEFCSD1SEW

» protective frame with lifting bow as well as foldable operating handle

B wear-resistant base plate made of durable cast iron {(G15-700) ul‘lull‘[ll‘!luum
» available with or without water tank & spray system (water-kit) a3

BELLE
LIGHT
COMSTRUCTION
c € ALTRAD SRR
Motor Diesel engine HATZ 1B20
Power 4.6 HP / 3.5 kW
Static pressure 547 kg/m?
Centrifugal force / Frequency 20 kN at B0 Hz
Travel speed max. 24 m/min
Plate size 696 x 500 mm
Vibration level 2.45 mysec?
Operating time max. (EAV) S00 min
Sound power level L, 107 dB(A)
Weight approx. 120.0 kg Iapprox, 122.0 kg*1
Order-no. (without water-kit) BEFC5015E
(with water-kit)*2 BEFC5015EW

A

see Accessories & Spare parts”
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Series PCX

as standard

» heavyweight, forward-moving plate compactor for maximum compaction

» protective frame with lifting bow as well as foldable operating handle
B robust base plate with self-cleaning function
» available with or without water tank & spray system (water-kit)

C€

Plate compactor PCX 450

Motor Petrol engine HONDA GX160
Power 5.5 HP / 4.0 kW
Static pressure 382 kg/m2
Centrifugal force / Frequency 16.5 kN at 101 Hz
Travel speed max. 23 m/min

Plate size 696 x 450 mm
Vibration level 1.90 my/sec?
Operating time max. (EAV) 831 min

Sound power level L, 105 dB(A)

Weight
Order-no. (without water-kit)
(with water-kit)*?

BEPCA513E
BEPC4513EW

ee Accessories & Spare parts®

approx, 86.0 kg [approx. 96.0 kg*:

BEPCA4513E BEPCS000E

Iy
I

i) i

1

LA

HELLE

LIGHT
CONSTRUCTION
ALTRAD BREEEE

PCX 500

Petrol engine HONDA GX160
5.5 HP / 4.0 kW
351 kg/m?
16.5 kN at 101 Hz
21 mymin
696 x 500 mm
2.96 m/sec?
342 min
107 dB(A)
approx. 100.0 kg |approx. 102.0 kg**
BEPCS5000E
BEPC5000EW

ee Accessories & Spare parts®
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Series PCX AN

& 14
» heavyweight, forward-moving plate compactor for maximum compaction pgepcas2sgw BEPCSO12EW
» protective frame with lifting bow as well as foldable operating handle
B robust base plate with self-cleaning function Il[ll uI MIH[!“I ullﬂll[lll!uwﬂ
> available with or without water tank & spray system (water-kit) 5 5405l slgs1s03ls

BELLE
LIGHT
COMSTRUCTION
c € ALTRAD SRR
Plate compactor PCX 450D PCX 500D
Motor Diesel engine HATZ 1B20 Diesel engine HATZ 1B20
Power 4.6 HP / 3.5 kW 4.6 HP / 3.5 kW
Static pressure 440 kg/m?2 404 kg/m?2
Centrifugal force / Frequency 16.5 kN at 101 Hz 16.5 kN at 101 Hz
Travel speed max. 22 m/min 21 m/min
Plate size 696 x 450 mm 696 x 500 mm
Vibration level 2.45 mfsec2 2.64 mfsec2
Operating time max. (EAV) 499 min 439 min
Sound power level L, 107 dB(A) 107 dB(A)
Weight approe. 110.5 ka I:Dplmr. 113.0 kg** approx. 114.0 ka ]appm. 116.0 kg*:
Order-no. (without water-kit) BEPC4525E BEPC5012E
(with water-kit)*2 BEPC4525EW BEPC5012EW

see JAccessories & Spare parts” see JAccessories & Spare parts”
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as standard

Series RPC i

14
» reversible plate compactors with high-frequency vibration element 161.9.067
» powerful HONDA petrol engine; strong protective frame with lifting bow
B easy to operate & manoeuvre thanks to hydraulic controls ullﬂlllllll!‘nn
> Wheel kit for a quick relocation available as accessory R

Wheel kit

BEOQPP/18/DIO

BEOQPP/18/DIO

BELLE
LIGHT
COMSTRUCTION
ALTRAD EQLAPMEMT
Plate compactor RPC 30/40 RPC 30/50
Motor Petrol engine HONDA GX160 Petrol engine HONDA GX160
Power 5.5 HP / 4.0 kW 5.5 HP / 4.0 kW
Static pressure 1238 kg/m?2 1034 kg/m?2
Centrifugal force 30 kN 30 kN _
Frequency 95 Hz 95 Hz E
Travel speed max. 24 = 26 m/min 24 = 26 m/min E
Plate size 657 x 400 mm 657 x 500 mm
Vibration level 10.21 m/fsec? 11.4 m/fsec2 E
Sound power level L, 108 dB(A) 108 dB(A) E
Weight approx. 158 kg approx. 161 kg 3
Order-no. BE161.9.001 BE161.9.067 TE
£
g
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as standard

Series RPC L

14
» reversible plate compactors with high-frequency vibration element 161.9.066
» robust HATZ diesel engine; strong protective frame with lifting bow
B easy to operate & manoeuvre thanks to hydraulic controls u‘!}"”l‘[lllmum
> Wheel kit for a quick relocation available as accessory sh0314030803667

BELLE
GHT

c € ALTRAD B

CONSTRUCTION

Plate compactor RPC 30/40D RPC 30/50D
Motor Diesel engine HATZ 1B20 Diesel engine HATZ 1B20
Power 4.2 HP f 3.1 kW 4.2 HP f 3.1 kW
Static pressure 1380 kg/m?2 1132 kg/m?2
Centrifugal force 30 kN 30 kN
Frequency 95 Hz 95 Hz
Travel speed max. 24 = 26 m/min 24 = 26 m/min
Plate size 657 x 400 mm 657 x 500 mm
Vibration level 7.83 m/sec? 11.6 m/fsec?
Sound power level L, 108 dB(A) 108 dB(A)
Weight approx. 170 kg approx. 174 kg
Order-no. BE161.9.000 BE161.9.066

Wheel kit BEQPP/18/DIO BEQPP/18/DIO
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Series RPC )

& e

» reversible plate compactors with high-frequency vibration element 161.9.068

> with HONDA petrol or HATZ diesel engine; protective frame with lifting bow

b easy to operate & manoeuvre thanks to hydraulic controls u'u ||Il‘ll|!lll |m
b including *12x 75 mm base plate extensions sz 140303643

HELLE
LIGHT
CONSTRUCTION

Plate compactor RPC 45/60 RPC 45/60D RPC 45/60DE
Motor Petrol engine HONDA GX270 Diesel engine HATZ 1B30 Diesel engine HATZ 1B30
Power 9.0HP/ 6.7 kKW 6.3 HP / 4.7 kW 6.3 HP f 4.7 kW
Electric starter x X v

Static pressure 1429 kg/m?2 1496 kg/m? 1664 kg/m?
Centrifugal force 45 kM 45 kN 45 kN
Frequency 70 Hz 70 Hz 70 Hz

Travel speed max. 26 m/min 26 my/min 26 m/min

Plate size 839 x 450/600** mm 839 x 450/600*%1 mm 839 x 450/600*%1 mm
Vibration level 13.03 m/fsec? 12.79 mysec? 12.79 m/sec?
Sound power level L, 108 dB({A) 108 dB({A) 108 dB(A)
Weight approx. 275 kg approx. 291 kg approx. 303 kg
Order-no. BE161.9.005 BE161.9.004 BE161.9.068
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Series RPC

as standard

» reversible plate compactors for maximum compaction

» powerful HATZ diesel engine; strong protective frame with lifting bow
P easy to operate & manoeuvre thanks to hydraulic controls

b including *12x 75 mm *2({2x 125 mm as accessory)

161.9.064

I

I

Plate compactor RPC 60/80D
Motor Diesel engine HATZ 1D812
Power 15 HP / 11 kW
Electric starter X

Static pressure 1773 kag/m?=
Centrifugal force 60 kN
Frequency 70 Hz

Travel speed max. 25.5 m/min

Plate size 945 x 550/700*%1(800%2) mm
Vibration level 6.48 m/fsec?

Sound power level L, 105 dB(A)

Weight approx. 475 ka
Order-no. BE161.9.064

RPC 60/80DE

Diesel engine HATZ 1D81Z
1ISHP /S 11 kW
v
1919 kg/m?
60 kM
70 Hz
25.5 m/min
845 x 550/700*1(800*2) mm
6.48 m/fsec?
109 dB(A)
approx. 502 kg
BE161.9.065
BEOPP/41/DI10O

HELLE

LIGHT

CONSTRUCTION
ALTRAD BREEEE

IR

161.9.065

LIl

Base plate extensions (2x 125 mm) BEQOPP/41/DIO

Altrad Lescha Atika 20023/24
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9.202 161.9.205

N LA

Series RPX T

» reversible plate compactors for a quick & depth compaction 161.9.208

> powerful HONDA petrol engine; protective frame with lifting bow

> hydraulic control as well as throttle lever directly on the operating handle u'u ||||l‘[!l‘tl]l\‘"lﬂ
b integrated wheel kit for a quick relecation sz g 11

HELLE
LIGHT
CONSTRUCTION

Plate compactor RPX 35/40 RPX 35/50 RPX 35/60
Motor Petrol engine HONDA GX200 Petrol engine HONDA GX200 Petrol engine HONDA GX200
Power 5.5 HP / 4.0 kW 5.5 HP / 4.0 kW 5.5 HP / 4.0 kw
Static pressure 1351 kg/m? 1104 kg/m?2 944 kg/m=2
Centrifugal force / Frequency 35 kM at 81 Hz 35 kN at 81 Hz 35 kN at 81 Hz
Travel speed max. 27 mymin 26 mymin 25 mymin
Plate size 700 x 400 mm 700 x 500 mm 700 x 600 mm
Vibration level 3.1 m/sec? 3.1 mysec? 3.1 m/sec?
Operating time max. (EAV) 312 min 312 min 312 min
Sound power level L, 108 dB(A) 108 dB(A) 108 dB(A)
integrated wheel kit (T4 v v
Weight approx. 176 kg approx. 180 kg approx. 185 kg
Order-no. BE161.9.202 BE161.9.205 BE161.9.208

Block paving pad BEQOPF/102/DI0 BEOPF/103/DIO BEOPF/105/DI0
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Series RPX

as standard

» reversible plate compactors for a quick & depth compaction
» powerful HATZ diesel engine; protective frame with lifting bow

» hydraulic control as well as throttle lever directly on the operating handle
b integrated wheel kit for a quick relocation

C€

Plate compactor

Motor
Power
Static pressure

Centrifugal force / Frequency

Travel speed max.
Plate size
Vibration level

Operating time max. (EAV)
Sound power level L,
Electricstarter| integrated wheel kit

Weight
Order-no.

Block paving pad

161.9.200

5“!5

LI

161.9.201

RPX 35/40D

Dieselmotor HATZ 1B20

4.2 HP / 3.1 kW
1436 kg/m?2
35 kN at B1 Hz
27 mymin
700 x 400 mm
2.4 myfsec?
521 min
108 dB(A)

X | v
approx. 187 kg
BE161.9.200
BEOPP/102/DI0

I

R

BELLE
LIGHT
CONSTRUCTION

ALTRAD BREEEE

RPX 35/40DE

Dieselmotor HATZ 1B20

4.2 HP / 3.1 kW
1449 kg/m?2
35 kN at B1 Hz
27 mymin
700 x 400 mm
2.4 myfsec?
521 min
108 dB(A)
v | v
approx. 189 kg
BE161.9.201
BEOPR/102/DIO
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Series RPX

as standard

» reversible plate compactors for a quick & depth compaction
» powerful HATZ diesel engine; protective frame with lifting bow

» hydraulic control as well as throttle lever directly on the operating handle
b integrated wheel kit for a quick relocation

C€

Plate compactor

Motor

Power

Static pressure

Centrifugal force / Frequency
Travel speed max.

Plate size

Vibration level

Operating time max. (EAV)
Sound power level L,
Electricstarter| integrated wheel kit
Weight

Order-no.

Block paving pad

161.9.206

IR

161.9.204

IR

RPX 35/50D

Diesel engine HATZ 1B20
4.2 HP / 3.1 kW
1172 kg/m?2
35 kN at 81 Hz
26 mymin
700 x 500 mm
2.4 myfsec?
521 min
108 dB(A)

X | v
approx. 191 kg
BE161.9.206
BEOPP/103/DIO

HELLE

LIGHT
CONSTRUCTION
ALTRAD BREEEE

RPX 35/50DE

Diesel engine HATZ 1B20
4.2 HP / 3.1 kW
1150 kg/m?2
35 kN at 81 Hz
26 mymin
700 x 500 mm
2.4 myfsec?
521 min
108 dB(A)
v | v
approx. 194 kg
BE161.9.204
BEOPP/103/DIO
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Series RPX

as standard

» reversible plate compactors for a quick & depth compaction

» powerful HATZ diesel engine; protective frame with lifting bow

» hydraulic control as well as throttle lever directly on the operating handle
b integrated wheel kit for a quick relecation

Plate compactor

Motor

Power

Static pressure

Centrifugal force / Frequency
Travel speed max.

Plate size

Vibration level

Operating time max. (EAV)
Sound power level L,
Electricstarter| integrated wheel kit
Weight

Order-no.

Block paving pad

161.9.203

IR

161.9.207

IR

RPX 35/60D

Diesel engine HATZ 1B20
4.2 HP / 3.1 kW

35 kN at 81 Hz

700 x 600 mm

approx. 196 kg
BE161.9.203
BEOPP/105/DIO

HELLE

LIGHT
CONSTRUCTION
ALTRAD EQULAPMEMT

RPX 35/60DE

Diesel engine HATZ 1B20
4.2 HP f 3.1 kW
1057 kg/m?2
35 kN at 81 Hz
25 mymin
700 x 600 mm
2.4 myfsec?
521 min
108 dB(A)
v | v
approx. 207 kg
BE161.9.207
BEOPR/105/DIO0
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Series RPX lﬁl"mlq“
as standard L
b reversible plate compactors for a quick & depth compaction 161.9.218
> powerful HONDA petrol engine; protective frame with lifting bow
» hydraulic control as well as throttle lever directly on the operating handle u'u | [!HLIJHUH
» including digital hour meter 114 3

ST S

l““‘ﬂ%llllmniuiilr

HELLE
LIGHT
CONSTRUCTION

Plate compactor RPX 59/65 RPX 59/75

Motor Petral engine HONDA GX390 Petral engine HONDA GX390

Power 9.4 HP / 7.0 kW 9.4 HP / 7.0 kW

Static pressure 1241 kg/m?2 1102 kg/m?2

Centrifugal force / Frequency 59 kN at 70 Hz 59 kN at 70 Hz _

Travel speed max. 28 m/min 28 m/min §

Gradient max. 20 ¢® 20 ¢® g

Plate size 945 % 650 mm 945 x 750 mm =

Vibration level 3.1 m/sec? 3.1 m/sec? E

Operating time max. (EAV) 312 min 312 min i

Sound power level L, 105 dB(A) 105 dB(A) 3

Weight approx. 360 kg approx. 375 kg E

Order-no. BE161.9.214 BE161.9.218 E
2
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as standard

Series RPX ﬂlﬂj[lﬂﬂﬂi\[ljl,lﬂll

» reversible plate compactors for a quick & depth compaction 161.9.213

» powerful HATZ diesel engine; protective frame with lifting bow

> hydraulic control as well as throttle lever directly on the operating handle u'u ||”l‘lj!l‘tl]"“lﬂ
» including digital hour meter 314 196

ST S

l““‘ﬂ%llllmniuiilr

HELLE
LIGHT
CONSTRUCTION

Plate compactor RPX 59/65D RPX 59/65DE
Motor Diesel engine HATZ 1D50 Diesel engine HATZ 1050
Power 10.7 HP / 7.9 kW 10.7 HP / 7.9 kW
Static pressure 1420 kg/m?2 1524 kg/m?2
Centrifugal force / Frequency 59 kN at 70 Hz 59 kN at 70 Hz
Travel speed max. 28 m/min 28 m/min
Plate size 945 x 650 mm 945 x 650 mm
Vibration level 2.4 myfsec? 2.4 myfsec?
Operating time max. (EAV) 521 min 521 min
Sound power level L, 109 dB(A) 109 dB(A)
Electric starter

Weight approx. 412 kg approx. 442 kg
Order-no. BE161.9.212 BE161.9.213
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Series RPX

as standard

» reversible plate compactors for a quick & depth compaction
» powerful HATZ diesel engine; protective frame with lifting bow

» hydraulic control as well as throttle lever directly on the operating handle

» including digital hour meter

l\__ .

C€

Plate compactor

Motor

Power

Static pressure

Centrifugal force / Frequency
Travel speed max.

Plate size

Vibration level

Operating time max. (EAV)
Sound power level L,
Electric starter

Weight

Order-no.

161.9.216

IO

161.9.217

IR

RPX 59/75D

Diesel engine HATZ 1050
10.7 HP / 7.9 kW
1256 kg/m?2
59 kN at 70 Hz
28 mymin
945 x 750 mm
2.4 myfsec?

521 min
109 dB(A)

approx. 427 ka
BE161.9.216

HELLE

LIGHT
CONSTRUCTION
ALTRAD BREEEE

RPX 59/75DE

Diesel engine HATZ 1050
10.7 HP / 7.9 kW
1344 kg/m?2
59 kN at 70 Hz
28 mymin
945 x 750 mm
2.4 myfsec?

521 min
109 dB(A)

approx. 457 kg
BE161.9.217
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EININEES

Series RTX AN O

& i 14

B very robust construction with HONDA petrol engine & lifting bow BERTXSOHZ80

» low-maintenance leg with oil level sight glass

b dual-filtration fuel system & Triple-filtration air cleaner system for high reliability “ "””!I ml IlIJ
b including transport handle and comfortable transport roll shgs160350e 30021

POWERED by

HONDA -I

HELLE
LIGHT
CONSTRUCTION

C€

ALTRAD IS
Rammer RTX 50
Motor Petrol engine HONDA GX100 Petrol engine HONDA GX100 Petrol engine HONDA GX100
Power 3.1HP/ 2.3 kW 3.1HP/S 2.3 kW 3.1 HP/ 2.3 kW
Foot (LxW)| Material 335 x 165 mm)| Plastic 335 x 230 mm| Plastic 335 x 280 mm| Plastic
Degree 14 14 14
Impact force 12.5 kN at 11 Hz 12.5 kN at 11 Hz 12.5 kN at 11 Hz
Blows per minute 450 - 660 450 - 660 450 - 660
Amplitude 52 mm 52 mm 52 mm
Volume of tank 25L 25L 25L
Vibration level 9.82 m/fsec? 9.82 mfsec2 9.82 m/sec?
Sound power level L, 108 dB (A) 108 dB (A) 108 dB (A)
Weight approx. (N.W.) approx. 56.4 kg approx. 57.7 kg approx. 58.8 kg
Order-no. BERTX50H165 BERTX50H230 BERTX50H2B0
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Se I‘I eS RTx BERTXGEOH1655
o JANIRLIR
B very robust construction with swing-out engine protection & lifting bow BERTXEOH230S
» low-maintenance leg with oil level sight glass
b dual-filtration fuel system & Triple-filtration air cleaner system for high reliability I! "””II Imm
* including transport handle and comfortable transport roll shiz14030e30175

HELLE
LIGHT
CONSTRUCTION

C€

ALTRAD EQULAPMEMT

Rammer RTX 60
Motor Petrol engine HONDA GX100 Petrol engine HONDA GX100
Power 3.1HP/ 2.3 kW 3.1HP/ 2.3 kW
Foot (LxW)| Material 335 x 165 mm| Plastic 335 x 230 mm| Plastic
Degree 14° 14° _
Impact force 13.6 kN at 11 Hz 13.6 kN at 11 Hz g
Blows per minute 450 - 660 450 - 660 %
Amplitude 52 mm 52 mm =
Volume of tank 2.5L 2.5L g
Vibration level 7.25 mfsec? 7.25 mfsec? i
Sound power level L, 108 dB (A) 108 dB (A) g
Weight approx. (N.W.) approx. 60.0 kg approx. 61.5 kg E
Order-no. BERTXG60H1655 BERTX60H2305 E

=
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Series RTX

as standard
» very robust construction with swing-out engine protection & lifting bow
» low-maintenance leg with oil level sight glass
b dual-filtration fuel system & Triple-filtration air cleaner system for high reliability
b including transport handle and comfortable transport roll

C€

Rammer

Motor

Power

Foot (LxW)| Material
Degree

Impact force

Blows per minute
Amplitude

Volume of tank
Vibration level

Sound power level L,
Weight approx. (N.W.)
Order-no.

Altrad Lescha Atika 20023/24

BERTXGBH22805

IR

BERTXGBH22805A

5“051&EEI!I3538?H

Petrol engine HONDA GXR120
3.6 HP / 2.7 kW
335 x 280 mm| Plastic
14°

16 kN at 11 Hz
450 - 660
52 mm
2.5L
7.45 mysec?
108 dB (A)
approx. 73.0 kg
BERTXG6BH22B0S

HELLE

LIGHT

CONSTRUCTION
ALTRAD EQULAPMEMT

Petrol engine HONDA GXR120
3.6 HP / 2.7 kW
335 x 280 mm| Plastic

12#°

16 kN at 11 Hz
450 - 660
52 mm
PR B
7.45 mfsec?
108 dB (A)
approx. 73.0 kg
BERTXGEH2Z2ZBO0SA
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Series RTX

as standard
» very robust construction with swing-out engine protection & lifting bow
» low-maintenance leg with oil level sight glass
b dual-filtration fuel system & Triple-filtration air cleaner system for high reliability
b including transport handle and comfortable transport roll

C€

Rammer

Motor

Power

Foot (LxW)| Material
Degree

Impact force

Blows per minute
Amplitude

Volume of tank
Vibration level

Sound power level L,
Weight approx. (N.W.)
Order-no.

BERTX7OH2W2805

I

HELLE

LIGHT

CONSTRUCTION
ALTRAD BREEEE

RTX 70R

Petrol engine HONDA GXR120
3.6 HP / 2.7 kW
335 x 280 mm| Plastic
14°
18 kN at 11 Hz
450 - 700
52 mm
2.5
7.49 m/sec?
108 dB (A)
approx. 75.0 kg
BERTX70H2W2B0S
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Series RTX

as standard
» very robust construction with powerful YANMAR diesel engine & lifting bow
» low-maintenance leg with oil level sight glass
b dual-filtration fuel system & dual-filtration air cleaner system for high reliability
b including transport handle and comfortable transport roll

C€

Rammer

Motor

Power

Foot (LxW)| Material
Degree

Impact force

Blows per minute
Amplitude

Volume of tank
Vibration level

Sound power level L,
Weight approx. (N.W.)
Order-no.

Altrad Lescha Atika 20023/24

BERTXS0Y280

IR

HELLE

LIGHT

CONSTRUCTION
ALTRAD BREEEE

RTX 80D

Diesel engine YANMAR L48
4.7 HP / 3.5 kW
335 x 280 mm| Plastic
14°
20.5 kN at 10 Hz
450 - 600
52 mm
P B
11.8 m/sec?
108 dB (A)
approx. 86.0 kg
BERTXB0Y2E0
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Twin drum rollers

Series TDX Ty
s o I
> highly responsive, low-maintenance, hydrostatic & hand-guided twin- BEGSDAYGRY4
drum roller with adjustable scraper bars for soil & asphalt compaction
+ powerful, reliable and air-cooled Yanmar or water-cooled Kubota diesel engine
B ergonomic control console for easy operation & manoeuvring; with lifting bow

BELLE
LIGHT
CONSTRUCTION
EQLAPMEMT

Twin drum roller TDX 650A

Motor YANMAR L100ON Diesel {air-cooled) KUBOTA EA330 Diesel (water-cooled)

Power 10.0 HP / 7.4 kW 6.9 HP / 5.2 kW

Vibration frequency 3300 v/min 3300 v/min

Drum width 650 mm 650 mm

Drum diameter 402 mm 402 mm

Centrifugal force 16 kN 16 kN _

Speed (Forward / Reverse) 4.2 km/h / 2.3 km/h 4.2 km/h / 2.3 km/h B

Water tank 65 litres 65 litres g

Hydraulic oil / Fuel tank 16 litres / 5.4 litres 16 litres / 4.8 litres =

Sound power level L, 107 dB{A) 107 dB{A) E

Electric starter v v g

Recoil start back-up v X ]

Weight approx. 675 kg approx. 684 kg E

Order-no. BEGSOAYGRY4 BEGS0AKGRY4 i
| E

8
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Series TDX

as standard

BETDXG50GRY4

IR

» fully hydrostatic, hand-guided Twin-Drum Roller for soil & asphalt compaction applications
» powerful & reliable YANMAR. Diesel engine; with lifting bow

» forward and reverse, easy to operate and manoeuvre
» vibration damper for low-vibration work

C€

Twin drum roller

Motor

Power

Vibration frequency

Drum width f-diameter
Centrifugal force / Frequency
Speed (Forward / Reverse)
Water- / Hydraulic oil- / Fuel tank
Vibration level
Sound power level L,
Electric starter
Weight
Order-no.

Altrad Lescha Atika 20023/24

BELLE
LIGHT
CONSTRUCTION

ALTRAD BREEEE

TDX 650

Diesel engine YANMAR. L100N (air-cooled)
10.0 HP / 7.4 KW
3300 v/min
650 mm / @ 402 mm
20 kN at 50 Hz
= 3.9 km/h f > 2.1 km/h
G5LS1BL/S54L
6.62 m/sec?

107 dB{A)

v
approx. 775 kg
BETDXG650GRY4

Techndcal modifications reserved.






PUMPING ~

SEMI-TRASH WATER PUMPS
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Semi-trash water pumps

as standard

Series WPX NI

14

b strong semi-trash water pump with 3 inch suction and discharge port BEWPX3I0L01-KIT
» LONCIN petrol engine - high flow rate (1000 |/min) & head height {30 m)

b robust, stackable steel frame with side guards & lifting eye u‘!‘"”,l‘[ll,‘tl!mm
b cast-iron volute & impeller for long life performance shgs1e A

ssLorncin

BELLE
LIGHT
CONSTRLULCTION
ALTRAD EQLAPAEMT

Semi-trash water pump WPX 3/30

Motor Petrol engine LONCIN G200F Petrol engine LONCIN G200F

Power S.5HP /4.1 kW 5.5 HP /4.1 kW

Displacement 196 cm? 196 cm?

Fuel tank 3.6 litres 3.6 litres .

Suction and discharge ports @ 3 inch (80 mm) 3 inch (80 mm) E

Suction lift / Head height 6m/30m 6m/30m 5

Flow rate 1000 If/min 1000 I/min =

Sound power level L, 105 dB(A) 105 dB(A) g

incl. Strainer & Hose clips v v g

incl. Hoses X v 3

Weight approx. 44 kg approx. 44 kg E

Order-no. BEWPX330L01 BEWPX330L01-KIT E
2
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BREAKING

BLOCK SPLITTERS
HYDRAULIC

- DISC CUTTERS

- BREAKERS

- POWER PACKS

Altrad Lescha Atika 2023/24 Ir



Block splitters

Series MINIPAVE /MAXIPAVE

as standard

» powerful block paving splitters for all common types of paving stones

» high leverage and sturdy, 8 mm strong square blades

b adjustment screw for easy and quick adjustment of the splitting depth

B compact and easy to transport; integrated wheels (Maxipave)

C¢

Block splitter

Splitting force (with 20 kg effort of force)
Blade type (2 pieces)
length
Adjustment screw
screw motion
Block depth
Splitting length max.
Weight
Order-no.

MINIPAVE

3200 kg / 31.4 kN
8 mm square blades
250 mm
Trapezoidal
40 mm
min. 47 mm - max. 87 mm

250 mm

approx. 18 kg

BE155.9.000

BE155.9.000

IR

BEMBSO0S

IR

rzf

b
=
|

BELLE
LIGHT
CONSTRUCTION

ALTRAD IS

MAXIPAVE

4650 kg f 45.6 kN
& mm square blades

400 mm

Trapezoidal
85 mm

min. 40 mm - max. 125 mm
400 mm
approx. 35 kg
BEMBS0S8

Altrad Lescha Atika 20023/24
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Hydra.- Disc cutters JfoScha

Series HDC e

as standard

» sturdy and handy design with hydraulic direct drive motor

» cuts concrete, reinforced concrete, asphalt as well as steel quickly and precisely
> works also in dusty environments, slurry and underwater

B+ can be used with diamond blades for dry & wet cuts or abrasive steel blades

BELLE

LIGHT

CONSTRUCTION
ALTRAD BRI

Hydraulic - Disc cutter HDC 350
Blade disc diameter max. 350 mm
Arbor diameter 25.4 mm
Revolutions 2500 - 4000 min-*
Cutting speed 46 - 75 m/sec
Cut depth 133 mm
Flow rate

MIDI / BULLDOG power pack 20 I/min
MAJOR power pack 30 Ifmin

Qil pressure max. 170 bar
Vibration level 5.0 mfsec2
Sound power level Ly, 108 dB(A)
Sound pressure level L,, 94 dB(A)
Weight approx. 13.5 kg
Order-no. BEHDCO1

Altrad Lescha Atika 20023/24 F =

Techndcal modifications reserved.



Hydraulic - Breakers

S e I‘I e S B H B BEBHE125 BEBHB195
as standard sllljl :.I4l|3| EIJ"JU:II sﬂ!sljl l‘[lnlmlsulj‘
b lightweight & compact with ,D"-handle for horizontal operation (BHE 12) BEBHE23S
» strong, universal medium-weight hydraulic breakers (BHB 15 / 23)
» equipped with 1/2" tail-hoses and at-face couplings

b designed for various jobs such as breaking of brickwork or asphalt

COMSTRUCTION

ALTRAD EQLAPME MIT

Hydraulic - Breaker BHB 12 BHB 19 BHB 23

Working pressure 70 - 90 bar Q0 - 110 bar a0 - 110 bar

Pressure max. 160 bar 160 bar 160 bar .
Flow 20 L/min 20 L/min 20 L/min E
Blows per minute 2400 1600 1600 E
Breaking force 25 Joule 65 loule 65 loule o
Steel size (Chisel} 22 x 82 mm 22 % 108 mm 25 x 108 mm s
Vibration level 16.08 m/s2 11.97 mys2 11.97 my/s2 E
Sound power level L, 105 dB(A) 107 dB(A) 107 dB(A) 3
Weight approx. 14 kg approx. 19 kg approx. 23,5 kg %
Order-no. BEBHB125 BEBHBE195 BEBHB 23S &
more breaker steels see Accessories & Spare parts”  see  Accessories & Spare parts®  see  Accessories & Spare parts® E

a0 Altrad Lescha Atika 20023/24



S e rl e S B H B BEBHB255 BEBHB25XS

as standard

b powerful, heavyweight hydraulic breakers BEBHE27S
» strong vibration-dampened handles for long periods of use (BHB 25X)

> equipped with 1/2" tail-hoses and at-face couplings

b designed for various jobs such as breaking of asphalt or concrete

BELLE

LIGHT
CONSTRUCTION
ALTRAD EQLAPME MIT

Hydraulic - Breaker BHB 25 BHB 25X BHB 27
Working pressure 105 - 125 bar Q0 - 110 bar 105 - 125 bar
Pressure max. 160 bar 160 bar 160 bar

Flow 20 L/min 20 L/min 20 L/min| 30 L/min*
Blows per minute 1300 1600 1300 2150
Breaking force 85 Joule 55 Joule 85 loule

Steel size (Chisel} 32 x 160 mm 32 % 160 mm 32 x 160 mm
Vibration level 11.10 mys2 6.50 m/s2 11.80 m,-"sll 18.61 m/s2*
Sound power level Ly, 108 dB(A) 105 dB({A) 108 dB(A)
Weight approx. 28 kg approx. 25 kg approx. 27 kg
Order-no. BEBHB255S BEBHB25XS BEBHB27S

more breaker steels see Accessories & Spare parts”  see Accessories & Spare parts”™  see Accessories & Spare parts”®

Altrad Lescha Atika 20023/24 B1
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Hydraulic - Power packs

Series BULLDOG BEHPX01S

as standard

» powerful hydraulic power pack with HONDA petrol engine

> 12% more compact than other models but with the same market leading performance
» POD (Power On Demand) system {up to 50% less fuel consumption)

B+ with Siamese hose set with high quality non-drip face couplings

BELLE

c € :TI!-ZIIII"'I- RLCTION
ALTRAD EQLAPME MIT
Hydraulic - Power pack BULLDOG

Motor Petrol engine HONDA GX270
Power Q.0 HF /6.7 kW
Pressure max. 140 bar

Hydraulic flow max. 20 L/min

Fuel tank 6 litres

Qil tank 5.6 litres
Dimensions (L x W x H) 705 x 515 x 620 mm
Sound power level L, 101 dB(A)

Weight approx. 65.5 kg
Order-no. BEHPX01S

B2 Altrad Lescha Atika 20023/24
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Series MAJOR

as standard

» powerful hydraulic power pack with HONDA petrol engine

» POD (Power On Demand) system (up to 50% less fuel consumption)

» sturdy, stainless steel frame with integrated wheels, transport handle and lifting bow u'ﬂ
sio s

B with Siamese hose set with high quality non-drip face couplings & hydraulic oil sight level

Hydraulic - Power pack

Motor

Power

Pressure max.
Hydraulic flow max.
Fuel tank

Qil tank

Dimensions (L x W x H)
Sound power level L,
Weight

Order-no.

Altrad Lescha Atika 20023/24

MAJOR 30-140

Petrol engine HONDA GX390
13.0 HP / 9.6 kW
140 bar
30 L/min
6.5 litres
6.2 litres
740 x 555 x 620 mm
101 dB(A)
approx, 72 kg
BEHPP21

BEHPP21

I

BEHPPOG

UL

N

MAJOR 20-160X

Petrol engine HONDA GX390
13.0 HP / 9.6 kW
160 bar
20 L/min
6.5 litres
6.2 litres
740 x 555 x 620 mm
101 dB(A)
approx, 72 kg
BEHPPOG&

BELLS
UGHI
COMSTRUCTION
EQLAPMENT

I

Techndcal modifications reserved






TRANSPORT

HAND TRUCKS
WHEELBARROWS

DUMPERS
CONSTRUCTION DEPRIS
CHUTES
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Series TK

as standard

» stable & compact sack truck with 200 kg load capacity

> powder-coated steel tube or stable aluminium tube construction
» non-slip handles with safety bar

B PP plastic rims with friction bearing and pneumatic tyres

J

L¥21010010

LX21010320

10 AR

L¥21010210

L

Hand truck

Frame

Frame @

Load capacity max.
Shovel

Dimensions

Wheel guard
Wheels

Weight

Order-no.

TK 200

Steel tube (powder-coated)

25 mm
200 kg

200 x 300 mm

500 x 480 x 1110 mm
X
3.0 x 4 inch
approx. 7.5 kg
LxX21010010

TK Alu

Aluminium tube
25 mm
200 kg
200 x 300 mm
1160 mm
v
3.0 x 4 inch
approx. 6.3 kg
LX21010320

HE X

CROATIA,

ALTRAD R

TK Profi

Steel tube (powder-coated)

25 mm
200 kg
170 x 400 mm
1150 mm
v
3.0 x 4 inch
approx. 8.5 kg
LX21010210

Altrad Lescha Atika 20023/24

WHEE LEARROWS
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Series H / KXL A o

1
» powder-coated sack truck with 200 and 250 kg load capacity FO94023

» stable steel tube construction; handles with safety bar !J Illluﬂ |!|ULIJ|‘
1 &4

» additional, foldable shovel; puncture-proof Starco Flex Lite wheels (KXL FL})
» PP plastic rims with friction bearing and pneumatic tyres (H / KXL) B

i

KRLE
BETOMMOL
ALTRAD Bt

Hand truck H-200 KXL-250 KXL-250 FL
Frame Steel tube (powder-coated) Steel tube (powder-coated) Steel tube (powder-coated}
Frame @ 30 mm 30 mm 30 mm

Load capacity max. 200 kg 250 kg 250 kg

Shovel 145 x 415 mm 180 x 425 mm 180 x 425 mm
Dimensions 520 x 1100 mm 520 x 1100 mm 520 x 1100 mm
additional, foldable shavel X v v

Wheel guard X v v

Wheels 3.0 x4 inch 3.0 x 4 inch 372 x 85 mm (puncture proof)
Weight approx. 8.2 kg approx. 15.0 kg approx. 13.9 kg
Order-no. FO94000 FO94020 F094023

Altrad Lescha Atika 20023/24 a8y
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Series KS/S /K

as standard

» robust sack trucks with a load capapcity of 300 kg

» stable, powder-coated steel tube construction
P non-slip handles with safety bar
B PP plastic rims with friction bearing and pneumatic tyres

FOS4040

EIII'I

FO94010

A T

Wi

Hand truck

Frame

Frame @

Load capacity max.
Shovel

Dimensions

Wheel guard
Wheels

Weight

Order-no.

KS-300

Steel tube (powder-coated)
30 mm
300 kg
240 x 2B0 mm
530 x 1210 mm
X
3.0 x 4 inch
approx. 9.6 kg
FO94040

5-300

Steel tube (powder-coated)
30 mm
300 kg
180 x 425 mm
530 x 1100 mm
v
3.0 x 4 inch
approx. 13.2 kg
FO94010

K-300

Steel tube (powder-coated)
30 mm
300 kg
210 x 300 mm
430 x 1290 mm
v
3.0 x 4 inch
approx. 13.4 kg
FD94030

Altrad Lescha Atika 20023/24
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Series S01 e
» robust sack truck/stair climber with a load capacity of 250 kg
> powder-coated steel tube construction with wheel guard

» non-slip handles with safety bar
> rotatable, puncture-proof solid rubber star wheels

L

q

Stair climber S01 HS
Frame Steel tube (powder-coated)
Frame @ 30 mm
Load capacity max. 250 kg
Shovel 175 x 400 mm
Dimensions 610 x 1050 mm
rotatable star wheels v

Wheel guard v
Wheels puncture-proofed
Weight approx. 10 kg
Order-no. TR100009

Altrad Lescha Atika 20023/24 a3
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Wheelbarrows

Series BM Iy

» galvanised steel tube frame

» galvanised 80 litres steel sheet tray - Payload 120 kg

B PP plastic rim with friction bearing and pneumatic tyre

b ideal for use in the garden e.g. transporting soil, mulch or leaves

(NPt

CROATIA
WHEE |T|_.,_-‘.|-!I-!"_"'.‘-"'-
T MIXERS

Garden wheelbarrow BM

Frame Steel tube 2-parts (galvanised)
Frame @ 25 mm

Frame thickness 1,6 mm

Tray Steel sheet (galvanised)
Tray thickness 0.7 mm

Load capacity (heaped filling) B0 litres
Payload max. 120 kg

Wheel (PP rim with friction bearing & pneumatic tyre) 3.5x 6inch
Weight approx. 8.0 kg
Order-no. LX11550000

30 Altrad Lescha Atika 20023/24
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Series Garden 80

as standard

> powder-coated steel tube frame with tipping support

» galvanised 80 litres steel sheet tray - Payload 150 kg

+ powder-coated steel rim with friction bearing and pneumatic tyre
> suitable for use around the house and garden

q

L¥11003010

L

L

ALTRAD

T

CROATIA

WHEELEARROWS

KMIXERS

Garden- / Universal wheelbarrow Garden 80

Frarme Steel tube 1-part (powder-coated)
Frame @ 25 mm

Frame thickness 1.6 mm

Tray Steel sheet (galvanised)
Tray thickness 0.7 mm

Load capacity (heaped filling) 80 litres
Payload max. 150 kg
Tipping support v

Wheel (steel rim with friction bearing & pneumatic tyre) 3.5x 8inch
Weight approx. 9.3 kg
Order-no. LX11003010

Altrad Lescha Atika 20023/24
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as standard

» powder-coated steel tube frame with tipping- and plastic tray support

» galvanised 85 litres steel sheet tray - Payload 150 kg

B PP plastic rim with needle roller bearing and pneumatic tyre

» suitable for many purposes - for work in the garden but also for heavy materials

Series 515-85 ﬂlll[ﬂi\[ﬂ]ﬂﬂ[l

[T s

CROATIA

WHEELBARROWS
ALTRAD JREES
Garden- / Universal wheelbarrow 515-85

Frame Steel tube 1-part (powder-coated}
Frame @ 30 mm

Frame thickness 1.5 mm

Tray Steel sheet (galvanised)
Tray thickness 0.8 mm

Load capacity (sand filling) 85 litres
Payload max. 150 kg
Tipping- and plastic tray support v

Wheel (PP rim with needle roller bearing & pneumatic tyre) 400 x 100 mm
Weight approx. 11.5 kg
Order-no. FO35506

92 Altrad Lescha Atika 20023/24
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as standard

Series 515-90 T

> powder-coated steel tube frame with tipping support - Payload 150 kg FOO5136

- impact-resistant, UV stable 90 litres polypropylene (PP} plastic tray

B PP plastic rim with needle roller bearing and pneumatic tyre !II Iml‘l’ll‘ml‘ull
» ideal for use around the house and garden ELFRR! 1

C€

Garden wheelbarrow 515-90
Frame Steel tube 1-part {powder-coated}
Frame @ 30 mm

Frame thickness 1.2 mm

Tray Polypropylene (Plastic)
Tray thickness 3.5 mm

Load capacity (sand filling) 90 litres
Payload max. 150 kg
Tipping support v

Wheel (PP rim with needle roller bearing & pneumatic tyre) 400 x 100 mm
Weight approx. 9.5 kg
Order-no.

Chiaro FOO5102

Pink FOO5136

Altrad Lescha Atika 20023/24 93
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as standard

> powder-coated steel tube frame with tray support

» galvanised 80 litres steel sheet tray - Payload 150 kg

» 2-wheel construction with PP plastic rims, ball bearings & pneumatic tyres
» suitable for use around the house, farm and garden

Series Two Wheel 80 M

3

WHEEL BLARROWS
ALTRAD BRI

Garden wheelbarrow Two Wheel 80
Frarme Steel tube 1-part (powder-coated)
Frame @ 32 mm

Frame thickness 1.6 mm

Tray Steel sheet (galvanised)
Tray thickness 0.7 mm

Load capacity (heaped filling) 80 litres
Payload max. 150 kg

Tray support v

Wheels (PP rims with ball bearings & pneumatic tyres) 3.5x 8inch
Weight approx. 12.4 kg
Order-no. LX11003510

4 Altrad Lescha Atika 20023/24
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as standard

» galvanised steel tube frame with tray support & abrasion skids

» very large 160 litres polypropylene plastic deep tray - Payload 150 kg

» 2-wheel construction with PP plastic rims, ball bearings & pneumatic tyres
b ideally suited for use around the farm

Series Two Wheel 160 T

&

M X

3

Agriculture wheelbarrow Two Wheel 160

Frame Steel tube 1-part (galvanised}
Frame @ 32 mm

Frame thickness 1.6 mm

Tray Polypropylene (Plastic)
Load capacity (heaped filling) 160 litres

Payload max. 150 kg

Tray support v

Wheels (PP rims with ball bearings & pneumatic tyres) 4.0 x 8 inch

Weight approx. 20.5 kg
Order-no. LX11007040

Altrad Lescha Atika 20023/24 95
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Series Standard 85 S

&

» powder-coated steel tube frame with tipping- & tray support Lx11000480 LX11000690

» galvanised 85 litres tray made of steel sheet - Payload 150 kg

> powder-coated steel rim with friction bearing & pneumatic tyre Illlljﬂlll' l!ll“!ljl MJ!""JM!IIUM
b suitable for building materials such as stones, tiles, etc, 3 1 & 3 i\ i

LINKE X
CHOATIA,

WHEE LBEARROWS
ALTRAD RS

Construction wheelbarrow Standard 85

Frame Steel tube 1-part (powder-coated)

Frame @ 32 mm

Frame thickness 1.6 mm

Tray Steel sheet (galvanised)

Tray thickness 0.7 mm

Load capacity (heaped filling) 85 litres

Payload max. 150 kg

Tipping- and tray support v

Wheel (steel rim with friction bearing & pneumatic tyre) 4.0 x Binch

Weight approx. 12 kg

Order-no.

grey LX11000080

green LX11000090

red LX11000480
LX11000690

96 Altrad Lescha Atika 20023/24

Techndcal modifications reserved.



as standard

> powder-coated steel tube frame with reinforcement strut, tipping- & tray support
» galvanised 90 litres steel sheet tray - Payload 150 kg

B PP plastic rim with needle roller bearing and pneumatic tyre

b ideally suited for heavy building materials such as stones, tiles, gravel, etc.

Series 116B-90 ]]l|[|[|l\!l|ﬂ[|l\[[ﬂ

C€

Construction wheelbarrow 116B-90
Frame Steel tube 1-part {powder-coated)
Frame @ 30 mm

Frame thickness 1.5 mm

Tray Steel sheet [galvanised)
Tray thickness 1.1 mm

Load capacity (sand filling) 90 litres
Payload max. 150 kg
Tipping- and plastic tray support v

Wheel (PP rim with needle roller bearing & pneumatic tyre) 400 x 100 mm
Weight approx. 13 kg
Order-no. FOS8701

Altrad Lescha Atika 20023/24 a7
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as standard

» fully welded, powder-coated construction with reinforcement struts, tipping- and
tray support as well as 90 litres steel sheet tray - Payload 150 kg

B PP plastic rim with needle roller bearing and pneumatic tyre

b ideally suited for heavy building materials such as stones, tiles, gravel, etc,

Series 116-90 Ty

Construction wheelbarrow 116-90

Frame Steel tube 1-part {powder-coated}
Frame @ 32 mm

Frame thickness 1.6 mm

Tray Steel sheet (powder-coated)
Tray thickness 1.2 mm

Load capacity (sand filling) 90 litres

Payload max. 150 kg

Tipping- and plastic tray support v

Wheel (PP rim with needle roller bearing & pneumatic tyre) 400 x 100 mm
Weight approx. 15.2 kg
Order-no. FOS5B8002
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as standard

> powder-coated steel oval tube frame with reinforcement struts, tipping- and
tray support as well as 90 litres steel sheet tray, fully welded - Payload 150 kg

» PP plastic rim with needle roller bearing and pneumatic tyre

b ideally suited for heavy building materials such as stones, tiles, gravel, etc.

Series 116-90 OV Wi

siv1y

C€

Construction wheelbarrow 116-90 OV
Frame Steel oval tube 1-part (powder-coated)
Frame @ 35 mm

Frame thickness 1.6 mm

Tray Steel sheet (powder-coated)
Tray thickness 1.2 mm

Load capacity (sand filling) a0 litres

Payload max. 150 kg

Tipping- and plastic tray support v

Wheel (PP rim with needle roller bearing & pneumatic tyre) 400 x 100 mm
Weight approx. 15.1 kg
Order-no. FO59000
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as standard

> powder-coated steel tube frame with tipping- & tray support

» impact-resistant 100 litres polypropylene (PP} plastic tray - Payload 150 kg
B PP plastic rim with needle roller bearing & pneumatic tyre

» suitable for building materials such as stones, tiles, etc

Series PP 100 ﬁ[j[lll[l[\ll]]ﬂ"

Z- I.-!II,.,. .I 1,
WHEELEARROWS
ALTRAD RS

Construction wheelbarrow PP 100
Frame Steel tube 1-part (powder-coated)
Frame @ 32 mm

Frame thickness 1.2 mm

Tray Polypropylene {plastic)
Load capacity (heaped filling) 100 Liter
Payload max. 150 kg
Tipping- and tray support v

Wheel (PP plastic rim with needle roller bearing & pneumatic tyre) 4.0 x B inch
Weight approx. 10.4 kg
Order-no. LX11005010
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Scries Standard 100 iy iy

o

as standard

» powder-coated steel tube frame with tipping- & tray support LX55000020 LX55000010

» galvanised 100 litres tray made of steel sheet - Payload 150 kg

> powder-coated steel rim with friction bearing & pneumatic tyre |[ Im Il“‘ !IJ"!!'J ﬂ"“l"ﬂllllumum
b suitable for building materials such as stones, tiles, etc, ML ) a0 1

LINKE X
CHOATIA,

WHEE LBARROWS
ALTRAD RS

Construction wheelbarrow Standard 100

Frame Steel tube 1-part (powder-coated)
Frame @ 32 mm
Frame thickness 1.6 mm
Tray Steel sheet (galvanised)
Tray thickness 0.7 mm
Load capacity (heaped filling) 100 litres
Payload max. 150 kg
Tipping- and tray support v
Wheel (steel rim with friction bearing & pneumatic tyre) 4.0 x Binch
Weight approx. 12.5 kg
Order-no.
grey LX55000030
green LX11001550
red LX55000020
LX55000010

Altrad Lescha Atika 20023/24 el
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Series Profi 100 NG A

&

b powder-coated steel tube frame with tipping- & tray support as well as LX11002230
bottom tray support plate & galvanised 100 litres tray made of steel sheet

> powder-coated steel rim with friction bearing & pneumatic tyre MJ!""JMIJUL”

b suitable for building materials such as stones, tiles, etc, - Payload 150 kg 3 y

LINKE X
CHOATIA,

ALTRAD IR
Frame Steel tube 1-part (powder-coated)
Frame @ 32 mm
Frame thickness 1.6 mm
Tray Steel sheet (galvanised)
Tray thickness 0.7 mm
Load capacity (heaped filling) 100 litres
Payload max. 150 kg
Tipping- and tray support v
Bottom tray support plate (Bottom plate) v
Wheel (Steel rim with friction bearing & pneumatic tyre) 4.0 x B inch
Weight approx. 13.2 kg
Order-no.
green LX11002030
red LX11002200
LX11002230
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as standard

» fully welded, full bath galvanised construction with reinforcement struts, tipping- and
tray support as well as 100 litres steel sheet tray - Payload max. 250 kg

» galvanised steel rim with ball bearing as well as pneumatic tyre with 4 ply casing

b ideally suited for heavy building materials such as stones, tiles, gravel, etc,

Series ALA Uil

C€

Professional - Construction wheelbarrow ALA 100

Frame Oval steel tube 1-part (full bath galvanised)
Frame @ 35 x 20 mm

Frame thickness 1.5 mm

Tray Steel sheet (full bath galvanised)
Tray thickness 1.0 mm

Load capacity (sand filling) 100 litres

Payload max. 250 kg

Tipping- and tray support v

Wheel (Steel rim with ball bearing & pneumatic tyre) 400 x 100 mm

Weight approx. 16.6 kg
Order-no. ALAOL100
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Series Kinder

as standard

> powder-coated steel tube frame

- UV stable, flexible 25 litres polypropylene plastic tray - Payload 10 kg

B PP plastic rim with needle roller bearing and puncture-proof PU tyre IlJ"l
b ideal for long playtime fun for our youngest handymens all?y

FO35605

L

FO35605

I

FO35606

L

035610

I

-

S

-«

B ?lI?SSIESﬁZCIﬁI

I

W)

I

035620PL

Childrens wheelbarrow

Frame
Frame @
Tray

Load capacity (Sand filling)

Payload max.

Wheel (PP rim with needle roller bearing and PU tyre)
Handle distance

Dimensions
Weight
Order-no.
greern

red

pink

baby blue

mixing pallet (5x green, 5x ret, 5x pink, 5x

104

25 mm

Polypropylens (Plastic)

25 litres
10 kg

3.0 x 4 inch

410 mm

870 x 365 x 410 mm
approx. 3.6 kg

FO35605
FO35606
FO35609
FO35610

FO35620PL

(for children from 3 years)
Steel tube 2-parts (powder-coated)

Altrad Lescha Atika 20023/24
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Dumpers

e rl e S BETiTﬂl| II” BEEi'“qﬂﬂ” | |
as standard sllll llE llllln“ Sﬂ!’n &l[lJ[\ll\ Jl
> hand-guided 4x4 minidumper with tipping mechanism and

powerful 4-stroke HONDA petrol engine - 134 litres / Payload 300 kg

» high climbing ability as well as two- or all-wheel operation possible
» equipped with 4 forward gears & 1 reverse gear as well as disc brakes

& &

POWERED by

HONDA

BELLE

LIGHT
COMSTRUCTION
ALTRAD RN

Minidumper BMD 300

Motor Petrol engine HONDA GXV160 Petrol engine HONDA GXV160
Power S.5HP /4.0 kW S.5HP /4.0 kW
Wheels Multi-purpose tyres Turf tyres

Load capacity (heaped) 134 litres 134 litres
Payload max. 300 kg 300 kg

Speed max. (forward / reverse) 6.0 km/h / 2.6 km/h 6.0 km/h / 2.6 km/h
Uphill gradient max. 20® 20°

Downhill gradient max. 20° 20°
Dimensions (L x W x H) 1609 x 716 x 934 mm 1609 x 1004 x 934 mm
Sound power level L, 101 dB(A) 101 dB(A)
Vibration level 6.37 mfsec2 6.37 mfsec?
switchable all-wheel drive v v

Weight approx. 155 kg approx. 195 kg

Order-no. BEEMDO1 BEEMDO1T

see JAccessories & Spare parts”
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Series BMD

as standard

> hand-guided 4x4 minidumper with tipping mechanism and
powerful 4-stroke HONDA petrol engine - 248 litres / Payload 300 kg

» high climbing ability as well as two- or all-wheel operation possible

» equipped with 4 forward gears & 1 reverse gear as well as disc brakes

q

Minidumper

Motor

Power

Wheels

Load capacity (heaped)
Payload max.

Speed max. (forward / reverse)

Uphill gradient max.
Downhill gradient max.
Dimensions (L x W x H)
Sound power level L,
Vibration level

switchable all-wheel drive
Weight

Order-no.

BEBMDE0

I

I

S.5HP /4.0 kW
Multi-purpose tyres
248 litres
300 kg
6.0 kmy/h / 2.6 km/h
20°
20°
1609 x 716 x 934 mm
101 dB(A)

6.37 m/fsek?

v
approx. 159 kg
BEBMDBO

BMD 300
Petrol engine HONDA GXV160

POWERED by

HONDA..

BEBMDBOT

VR T

BELLE
LIGHT

ALTRAD RNEl

Petrol engine HONDA GXV160
S.5HP /4.0 kW
Turf tyres
248 litres
300 kg
6.0 km/h / 2.6 km/h

20°
20°

1609 x 1004

¥ 934 mm

101 dB(A)
6.37 mfsec?

v

approx. 199 kg
BEBMDBOT

B Spare parts"

106
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Series KMD T

as standard
b flexible Minidumper with rubber tracked chassis, hydraulic loading shovel 319301

and tipping tray - max. filling 300 litres / Payload 500 kg
» easy, hydraulic lever control IM‘!"U!‘U!“UE
iy

» powerful hydraulics with innovative cooling system

POWERED by

HONDA..
xX~= YANMAR

Ce

Minidumper / Track dumper KMD 500 KMD 500D

Motor Petrol engine HONDA GX200 Diesel engine YANMAR L70NG

Displacement 196 cm? 320 cm?

Power max, 5.8 PS5/ 4.3 kW 6.6 PS /4.9 kW

Hydraulic system 3 Gear pumps 3 Gear pumps

Total flow-through 2x 12.5 litres/min (190 bar) 2x 12.5 litres/min (190 bar)
1x 14 Ifmin (135 bar) 1x 14 Ifmin (135 bar)

Payload max. 500 kg 500 kg

Tray capacity (Liquids / flat / heaped) 180 f 260 f 300 Liter 180 f 260 / 300 Liter

Loading height max. (Shovel) 1631 mm 1631 mm

Ground pressure (empty [ loaded) 0.118 / 0.254 kgfcm=2 0.151 f 0.240 kg/cm2

Track chain (material / width) Rubber + iron wire core / 180 mm Rubber + iron wire core / 180 mm

2 travel speeds max. 1.8/ 3.9 km/h 1.6 /5.2 km/h

Gradient max. (loaded) 30° 3ne

Tank capacity (Fuel / Hydraulic oil) 3.6/ 18 litres 3.3/ 18 litres

Weight approx. 505 kg approx. 550 kg

Order-no. 319300 319301

Altrad Lescha Atika 2023/24
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Series DX

as standard

» professional all-wheel high-tip dumper with hydraulic tipping tray and
3 cylinder YANMAR. Diesel engine for payloads up to 1 tonne (1000 kg)

» high gradeability, powerful hydraulics and tight turning circle

b+ with branded comfort seat (according to EN ISO 7096) & USB charger point

BEDX10HYSA BEDX10HYSB

Ll

&

|

MR LA

BEDX10HYSBEL4

C€

BELLI
LIGH
COMSTRUCTION

ALTRAD [REER

Hi-Tip dumper DX 1000 HT

Motor / Power Diesel engine YANMAR 3TNV76 / 21.4 HP (15.9 kW)
No. of cylinders / Displacement / Torque max. 3/1116 cm? / 66.4 Nm

Loading capacity skip 1000 kg

Capacity (heaped / struck / water) approx. 500 / 400 / 280 litres

Drive hydrostatic

Tyres / Size multi-purpose (all-terrain) / 255/75 15.3 inch
Travel speed max. 12 kmy/h

Gradient max. (unladen) 25% (4:1)

Turning circle of skip / tyres 2637 mm f 2524 mm

Body Oscillation Angle / Steering Angle 152 f 39.7°

Steering system [ Braking system hydraulic / hydrostatic-dynamic
Parking brake automatic (fail safe)

Fuel tank / Hydraulic oil tank 35 litres / 18 litres

Hydraulic pump Gear pump

Flow rate / Operating pressure

Folding rollover protection structure (ROPS) and Reversing alarm
Adjustable, comfortable seat, safety belt and Hourmeter

Sound power level L, / Sound pressure level L,

30 litres/min / 140 bar

101 dB(A) / 84 dB(A)

Weight approx. 1363 kg

Order-no. (with Beacon orange)*? BEDX10HYSA
(with Beacon orange + green)*2 BEDX10HYSB
(with Beacon orange + green + 4 LED Worklights)*2 BEDX10HYSEBL4

Accessory see  Accessories 8 S
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Construction depris chutes £ Osahay

ICSP51001Y-SET

e P LU

» sturdy, 11-part construction depris chute set

» filling hopper & drop pipes made of stable & impact-resistant HDPE - polyethylene plastic
B hanging frame made of galvanised steel with adjustable fixing depth

» drop pipes including metal chain and carabiner for easy hook in

7

=3

=g
=3
]

e

[

—3

[

=
[

=
'

==
[}
_—

Construction depris chute P51

Frame (Order-no.) ICSP51011

Material Steel (galvanised)

Dimensions (L x W x H) 970 x 725 x 650 mm
adjustable fixing depth 15 - 480 mm

Weight 13 kg

Hopper / Drop pipe (Order-no.) ICSP51050Y / ICSP51001Y
Material Folyethylene (Pastic) / Polyethylen (Plastic)
Dimensions (L x W x H) 1100 % 775 x 845 mm / 1080 x 580 x 580 mm
Dimensions upper hole 645 x 385 mm f @ 500 mm
Dimensions lower hole @ 450 mm / @ 410 mm

Material thickness 4.5 mm / 6.0 mm

Weight 9.5kg /9.5 kg

Range of supply (11-part) 1x Frame, 1x Hopper, 9x Drop pipe
Total weight approx. 108 kg

Order-no. (Set ICSP51001Y-SET

Altrad Lescha Atika 2023/24 109

Technical modifications reserved.






CLEANING

PRESSURE WASHERS
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Pressure washers

as standard

» powerful, towable pressure washer with Yanmar diesel engine and 1125 litres
water tank for remote & harder to reach areas without water connection
b robust trailer with T-frame chassis made of strong 5 mm, hot-dipped
galvanised steel, telescopic jockey wheel, parking brake, brake cable and ball coupling

Series BWX i

BELLE
Gl
COMSTHULCTION

ALTRAD R

Towable pressure washer BWX 15/250

Motor Diesel engine YANMAR L100 with electric start

Power 8.9 HP / 6.6 kW

Fuel tank 5.4 litres

Water tank (made of HDPE plastic) 1125 litres

Water flow 15 Ifmin

Water pressure max. 250 bar

Water inlet temperature max. 45 °C

Hose length 10m _
Tyre size 175 x 13 inch E
Towing speed max. 60 mph {ca. 100 km/h) g
Vibration level < 2.5 m/s? E
Sound power level L, 109 dB(A) g
Ball coupling @ 50 mm v i
Incl. Hoses, quick-screw adaptors, swivel couplings v ]
Weight (unladen/laden) approx. 460 kg / approx. 1500 kg %
Order-no. BEBWX152501DSBHEU E

&
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ELECTRICITY

GENERATORS
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Generators

Series GPX ﬂ]lﬂl\[l[\[!"“

as standard

N —

14

> powerful generator with HONDA or LONCIN petrol engine BEGI402SE

» robust, stackable steel frame with side protection & lifting eye

b heavy-duty alternator with 2 AC sockets u‘!""”‘l‘[mtm H IH
b systemn breaker and full overload protection of the electrics shgs1e by

POWERED by
HONDA
s LOncin
BELLE
UGHI
COMSTRLUCTION
c € ALTRAD EQLAMAEMT
Generator GPX 3400
Motor Petrol engine HONDA GX200 Petrol engine LONCIN G200F
Power 4.3 HP /3.3 kW 4.3 HP/ 3.3 kW
Displacement 196 cm? 196 cm?
Fuel / Capacity 3.1 litres Petrol / 3.6 litres )
Rating (at cos ¢ 0.8 p/f) 3.4 kVA 3.4 kVA §
Maximum rating (PRP) 2.7 kw 2.7 kw g
Continuous rating (COP) 2.5 kw 2.5 kw E
2 AC-Sockets (IP54) 230 V ~50 Hz, 16 A 230 V ~50 Hz, 16 A §
Running time at 90% COP 2.3 hrs. 2.7 hrs. i
Stackable steel frame with lifting eye v v 3
Weight approx. 47 kg approx. 47 kg E
Order-no. BEG3401SE BEG3402SE E
£
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SPARE PARTS
/ ACCESSORIES

BENCH SAWS
CONSTRUCTION SAWS
HANDHELD AGITATORS
CONCRETE MIXERS
SCREEDERS

PLATE COMPACTORS
HYDRA.- BREAKERS
WHEELBARROWS
DUMPERS

PRESSURE

WASHERS

ALTRAD




Spare parts / Accessories

Bench saws

» Sliding carriage for Lescha TSL 315

» Carbide saw blade @315 x 2.2/3.0 x @30 mm, 40 teeth for Lescha TSL 315

Construction saws

» Carbide saw blade @400 x 2.8/3.8 x @30 mm, 28 teeth for Lescha CPFL/CPHL
b Carbide saw blade @450 x 2.8/3.8 x @30 mm, 40 t. for Lescha CBL/CPFL/CPHL
» Carbide saw blade @450 x 4.0 x @30 mm, 32 t. for Lescha CBL TP-2/CPHL TP-2
» Carbide saw blade @500 x 4.0/2.8 x @30 mm, 36 teeth for Lescha CPFL/CPHL
» Longitudinal fence cpl. for Lescha CBL 450

» Cross fence cpl. for Lescha CBL 450

» Longitudinal fence for Lescha CPFL/CPHL

b Aluminium stop bar for longitudinal fence for Lescha CPFL/CPHL

b Cross fence cpl. for Lescha CPFL/CPHL

» Longitudinal fence cpl. for Lescha CBL TP-2/CPHL TP-2

b Cross fence cpl. for Lescha CBL TP-2/CPHL TP-2

B+ Table extension (wide) cpl. 700 x 746 mm for Lescha CBL TP-2/CPHL TP-2
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Construction saws

» Chassis with handles for Lescha CBL TP-2/CPHL TP-2

> Push stick for Lescha Bench- and Construction saws

» Push handle for sliding wood for Lescha Bench- and Construction saws

Handheld agitators

> Mortar mixing paddle (@ 120 x 590 mm) for Lescha Profi RW
> Charger ALG 40-1800 (36 v, 1.8 A) for Lescha Profi RW

b Battery AP 40-2000 (Li-Ion, 36 V= (max.40 v}, 2000 mah, 72 Wh) for Lescha Profi RW

> Battery AP 40-4000 (Li-Ion, 36 V= (max.40 V), 4000 mAh, 144 Wh) for Lescha Profi RW

Pan mixers

» Track roller (Plastic, @ 100 mm) for Lescha LZ 100 / LZ 140

> Wheel (Solid rubber, @ 330 mm) for Lescha LZ 100

> Wheel (Solid rubber, @ 330 mm) for Lescha LZ 140

» Starlock quick fastener for wheel (@ 25 mm) for Lescha LZ 100 / LZ 140

> Operating capacitor (25 pF) from year 10/2021 for Lescha LZ 100 / LZ 140
» Operating capacitor (20 pF) from year 10/2021 for Lescha LZ 100 / LZ 140

» Starting capacitor (150 pF) from year 10/2021 for Lescha LZ 100 / LZ 140

Altrad Lescha Atika 2023/24
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Pan mixers

b Stirring paddle outside cpl. for Lescha LZ 100

B Stirring paddle inside cpl. for Lescha LZ 100
B Stirring paddle side cpl. for Lescha LZ 100

B Agitator complete for Lescha LZ 100

B Stirring paddle outside cpl. for Lescha LZ 140
B Stirring paddle inside cpl. for Lescha LZ 140
» Stirring paddle side cpl. for Lescha LZ 140

» Agitator complete for Lescha LZ 140

Concrete mixers

b Sieve drum incl. mounting clamps for Lescha ABM, SBM & Euro-Mix models
» Pinion with accessories for Lescha Euro-Mix

B Wheel (Plastic) for Lescha Euro-Mix / SM 145

» Pinion from year 09/2015 for Lescha HMP 135 / ABM 135

» Wheel (Plastic) for Lescha ABM 135

» Poly-V-Riemen 560 P16 from year 09/2015 for Lescha ABM [ SBM
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Concrete mixers

» Capacitor (8 pF) for Lescha ABM 135/150/165, SBM 135/150/165
» Pinion with accessories for Lescha SBM 135

> Wheel (Plastic) for Lescha SBM 135/150/165

b Axle clamping ring (wheel fastening) for Lescha SBM 135/150/165
» Bevel gear for Lescha SBM 150/165

» Cast-iron gear rim for Lescha ABM 150/165, SBM 150/165

» Pinion with accessories for Lescha SM 145/165

» Cast-iron gear rim for Lescha SM 145

B Cast-iron gear rim with mounting material for Lescha SM 165

» Wheel (Solid rubber) with mounting material for Lescha SM 165/185, S 180/230

- Capacitor (18 uF) for Lescha Euro-Mix, SM 145/165

> VV-belt (10 x 6 x 1050 mm, DIN 2215) for Lescha SM 165G/ S 180 G

B Pinion with accessories for Lescha SM 185 S

> Cast-iron gear rim with mounting material for Lescha SM 185, S 180/230

B Poly-V belt EL 608 1 (608 P18) for Lescha SM 185 5

Altrad Lescha Atika 2023/24
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Concrete mixers

» Capacitor (10 pF) for Lescha SM 185 S
» Bevel gear with accessories for Lescha S 180/230
> V-belt {13 x 8 x 1100 mm) for Lescha S 180/230

b Capacitor (25 uF) for Lescha S 180/230

Screeders

» Beam profile 190 cm for Belle Easy Screed Pro
» Beamn profile 250 cm for Belle Easy Screed Pro

» Beam profile 300 em for Belle Easy Screed Pro
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Plate compactors

» Chassis (removable) for Belle PCLX 320 / PCLX 400 / PCLX 32 / PCLX 40

» Chassis (removable) for Belle PCX 400 / PCX 20/50

» Chassis (fixed mounted) for Belle PCX 400 / PCX 20/50 (not for Hatz Diesel models)

B Chassis (removable) for Belle PCX 12/36 / PCX 13/40

» Chassis (removable) for Belle PCX 13/40E+

b Chassis (removable) for Belle PCX 60A

» Chassis (fixed mounted) for Belle RPC 30

b Base plate widening (2x 125 mm) for Belle RPC 60

b Block paving pad for Belle PCEL 320X

» Block paving pad for Belle PCLX 320 / PCLX 32

» Block paving pad for Belle PCLX 400 / PCLX 40

» Block paving pad for Belle PCEL 400E / PCLX 12/40E

> Block paving pad for Belle PCLX 16/45E

B Block paving pad for Belle PCX 12/36

b Block paving pad for Belle PCX 13/40 (E+)

Altrad Lescha Atika 2023/24
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Plate compactors

b Block paving pad for Belle PCX 400

g

126

Block paving pad for Belle PCX 450 / PCX 20/45

¥

Block paving pad for Belle PCX 500 / PCX 20/50

v

Block paving pad for Belle RPX 35/40

b Block paving pad for Belle RPX 35/50

k4

Block paving pad for Belle RPX 35/60

> Water-Spray Kit for Belle PCLX 320 / PCLX 32

¥

Water-Spray Kit for Belle PCX 13/40

¥

Water-Spray Kit for Belle PCX 400

¥

Water-Spray Kit for Belle PCX 450

» Charger for Honda eGX Akku for Belle PCX 13/40E+

> Storage box for charger for Belle PCX 13/40E+

b Battery Honda eGX (Li-Ion, 72 V, 720 Wh, 10 Ah) for Belle PCX 13/40E+

> Storage box for battery for Belle PCX 13/40E+
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Hydraulic-Breakers

Breaker steels 25 x 108 mm (1 x 41/4 ")

» large Asphalt cutter for Belle BHB 15, BHBE 23
> Tarmac cutter for Belle BHB 19, BHBE 23
b Clay spade for Belle BHB 19, BHBE 23

more breaker steels for different models on request available

Wheelbarrows

> Axle (13.5 x 1.4 cm) for Limex Wheelbarrows

B Tyre tube (400 x 100 mm) for Limex Wheelbarrows

» Tyre (Casing, 3.5 x 8 inch) for Limex Wheelbarrows

B Tyre (Casing, 4.0 x 8 inch) for Limex Wheelbarrows

» Handles black (Pair, for @ 25 mm round tube frame) for Limex Wheelbarrows
» Handles black (Pair, for @ 32 mm round tube frame) for Limex Wheelbarrows

> Wheel red (PP rirm, 3.5 % 6 inch, without axle) for Limex BM Garden Wheelbarrow

Altrad Lescha Atika 2023/24
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Wheelbarrows

> Wheel green (Steel rim, 3.5 x 8 inch, without axle) for Limex Wheelbarrows

> Wheel green (Steel rim, 3.5 x 8 inch, with axle) for Limex Wheelbarrows

> Wheel red (PP rim, 4.0 x 8 inch, with axle, friction bearing) for Limex Wheelbarrows
> Wheel grey (Steel rim, 4.0 x 8 inch, without axle) for Limex Wheelbarrows

= Wheel green (Steel rim, 4.0 x 8 inch, without axle) for Limex Wheelbarrows

> Wheel green (Steel rim, 4.0 x 8 inch, with axle) for Limex Wheelbarrows

» Wheel red (Steel rim, 4.0 x 8 inch, without axle) for Limex Wheelbarrows

> Wheel red (Steel rim, 4.0 x 8 inch, with axle) for Limex Wheelbarrows

> Wheel yellow (Steel rim, 4.0 x 8 inch, without axle) for Limex Wheelbarrows

> Wheel green (Steel rim, 4.0 x 8 inch, with axle) for Limex Wheelbarrows

» Battery (Li-Ion, 29 V, 12 Ah) for Fort Battery Wheelsbarrows HD

» Quick charger (2.5 Ah) for Fort Battery Wheelsbarrows HD

» Support wheels (puncture-proof NML Flex Pra) for Fort Battery Wheelsbarrows HD

» Traction tyres with agricultural profile (Casing) for Fort Battery Wheelsbarrows HD

128

O:\\Q

3!5
3!5

3!
EI!
Slllu!l

LX10212900

J!‘I 5!1 Z‘?‘l&l

LX10214120

i

LX10212800

MR

LX10116700

M

LX10212910

b

LX10214150

L

LX10214140

JUNIN

LX10214170

LU

LX10214160

JIRTW I

L)(1H0214330I
3! J! ! |1
5l| a!l lll
FG

a! |7l‘ lﬁ-J llll
FOB5
a! 6

FOB2015

1MMMM

Altrad Lescha Atika 2023/24

Technical modifications reserved.



Dumpers

> Complete wheels (Turf tyres, 4 Wheels) for Belle BMD 300

» Spare wheel left 4.0 x 10" (Multi-purpose tyre) for Belle BMD 300
> Spare wheel right 4.0 x 10" {(Multi-purpose tyre) for Belle BMD 300
b Carrier wheel for Belle BMD 300

» Tube for carrier wheel (3.5/4.00-4 inch) for Belle BMD 300

B Tray small (134 litres, up to Serial-no. 141778) for Belle BMD 300
» Tray small (134 litres, from Serial-no. 141779) for Belle BMD 300
» Tray large (248 litres) for Belle BMD 300

» Flatbed for Belle BMD 300

B Loading ramp (foldable) for Belle BMD 300

» Snow plough for Belle BMD 300

» Towing hook & Towing hitch for Belle BMD 300

> Road-Kit for Belle DX 1000 HT

» Towing hitch for Belle DX 1000 HT

Pressure washers

» Tank for antifreeze (25 litres) for Belle BWX 15/250
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Locations

48282 Emsdetten - Germany
Altrad Lescha Atika GmbH
Service-Center

59227 Ahlen - Germany
Altrad Lescha Atika GmbH
Engineering - Marketing - After Sales Service

89331 Burgau - Germany
Altrad Lescha Atika GmbH

Production - Sales - Purchasing - Engineering

Fair dates 2022/2023
05. - 06. November 2023 Eurobaustoff Forum - Cologne
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Altrad Lescha Atika -
Online & Social Media

You can also visit us online on our website:
www.lescha-atika.de
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LESCHA PRODUKTE
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