Series

Concrete Mixer
ABM P 135 L

e powder-coated construction with specially shaped mixing rakes
e break-proof gear rim made of sheet steel, drive pinion made of

grey cast iron
* |arge handwheel with ratchet disc & foot control for easy adjustment

of the mixing drum
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aha Series ABM

ABM P 135L

e powder-coated construction

* specially shaped mixing rakes for good
mixing results

large handwheel with ratchet disc &
foot control for easy adjustment of

the mixing drum

« Drive pinion made of abrasion-resistant

castiron
* Gear rim made of sheet steel
» water splash-proof metal motor housing
* Wheels for easy transport

Specially shaped mixing rakes for good Large handwheel with ratchet disc & Break-proof gear rim made of sheet steel,
mixing results. foot control for easy adjustment of drive pinion made of abrasion-resistant
the mixing drum. grey cast iron and powder coating for a
long life.

Concrete Mixer ABM P 135 L Logistic Data

Electric motor 230 V~ 50 Hz 04721220

Input power P, 700 W @®  1210x800x 1320 mm + EP

Drum capacity approx. 130 litres [ ] [PU 2] 95 k +EP

Wheels Plastic @ 200 mm

Dimensions 1210x 710 x 1320 mm

Protection class I 0 5

Protection degree IP44 %

Sound power level L, 94.5 dB(A) ¢

Handwheel with ratchet disc & foot control 4 £

Gear rim made of steel sheet (V4 3

Drive pinion made of grey cast iron v §

Weight approx. (N.W.) 47.5 kg £

Order-no. 04721220 £
&
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