Li-lIoN TEcHNiC SYSTEM HO

Enjoy full mobility without
exhaust gases & disturbing cables!
With the devices of the
LESCHA - ATIKA series
Li-loN TECHNiC SYSTEM HO
works can be execute
quickly and safely.

Cordless Paddle Mixer
Profi RWC 40-30

* prushless motor and integrated overload protection for a

long lifetime

* powerful 2-speed steel gear for optimum mixing results

* |arge, ergonomic handle with integrated safety switch and N
power-on lock for safe and easy operation

* Softstart for low-splash mixing ALTRAD

www.lescha-atika.de



li-lon Tecunic Srstem 40 C o rios Profi RWC
Profi RWC 30-40

» powerful & brushless motor for a long and
almost maintenance-free service life as
well as more efficient use of the battery

* powerful 2-speed steel gearbox for optimal
mixing at both slow and fast speeds
large, sturdy and ergonomic handle with

* integrated safety switch and power-on
lock for safe and easy operation
integrated overload protection -
automatically switches off the mixer in case

* of overload and thus prevents damage to

the motor and gearbox Battery & Charger are not included in the
Soft start for low-splash mixing of many ) SEefeis G ORI e LS E o [ A
) . ) separately! These are compatible and can

* materials such as paints, varnishes, cement, 2+ be used in all devices of the

putties, plaster, lime, concrete, screed, etc. Q). li-lon TeCHNiC SYSTEM HO series
x from LESCHA - ATIKA.

You can find more information at:
www.lescha-atika.de

W-- BRUSHIESS

Ergonomic & robust handle with integrated [l 2-speed steel gear & soft start for quick but il Suitable for materials with liquid, tenacious
safety switch as well as powerful & low splash mixing. up to tough consistency:

brushless motor for safe and comfortable uickly ready to use: e.g. paints, varnishes, fillers, cement,
working. Including @ 120 mm mortar mixing paddle. laster, lime, concrete, screed, ...

Cordless Paddle Mixer Profi RWC 40-30

compatible battery (type / rated voltage) Li-lon /36 V ==(max. 40 V) 319014
Mixing paddle (type / dimensions) Mortar mixing paddle / @ 120 x 590 mm o< 440 x 330 x 230 mm
Adapter M14 [ [PU1] 5.0kg
Idle speed n, (1. speed / 2. speed) approx. 0 - 420 min" / approx. 0 - 710 min’ o 460 x 350 x 260 mm
Mixing capacity approx. 50 L é [PU 2] 10.8 kg
Sound power level L, 88.8 dB (A) 5
Sound pressure level L, 77.8 dB (A) H |H|H | ‘” ”"H ‘l"l ‘ %
Measurement uncertainty K 3.0 dB (A) 4lloosz265l026429 ¢
Hand-arm-vibration a,;,, 0.9 m/s? £
Measurement uncertainty K 1.5 m/s? 3
Aluminium body v 3
Dimensions (mounted) approx. 845 x 345 x 196 mm %
Weight (N.W.) (without battery) approx. 4.3 kg E
Order-no. 319014 8

ALTRAD Equipment Germany GmbH
Josef-Drexler-Str. 8 - 89331 Burgau - Germany
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