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POWERED by

Generator
GPX 3400

e powerful Generator with HONDA or LONCIN Petrol engine

* robust, stackable steel frame with side protection & lifting eye

* heavy-duty Alternator with 2 AC sockets, system breaker and
metal covered fuse box N

* full overload protection of the electrics

* over-sized 4-point anti-vibration mounts on components ALTRAD

* ideal for rental

www.lescha-atika.de
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GPX 3400

* powerful Generator with HONDA or LONCIN Petrol

engine, with recoil start

* heavy-duty Alternator with 2 AC-Sockets, system breaker

and metal covered fuse box

* full overload protection of the electrics
* robust, stackable steel frame with side protection,
lifting eye as well as bottom protection plate to aid

use on soft ground
* fixed and secured stackable

* over-sized 4-point anti-vibration mounts on components

* low engine oil cut-off
* accessible service points
ideal for rental

JEa AL e
Powerful HONDA or LONCIN petrol engine,
2 durable screw-in AC-Sockets, system
breaker and metal covered fuse box as well
as full overload protection.

Generator

Engine

Tank volume

Fuel

Power

Displacement

Rating (at cos ¢ 0.8 p/f)
Maximum rating (PRP)
Continuous rating (COP)
2 AC-Sockets (IP54)
Running time at 90% COP
Stackable steel frame with lifting eye
Weight approx.

Order-no.

ALTRAD Equipment Germany GmbH

Series GPX

515 mm

Robust, stackable steel frame with side
protection, lifting eye as well as bottom

protection plate to aid use on soft ground.

Fixed and secured stackable.

GPX 3400

HONDA GX200 | LONCIN G200F

3.1 litres | 3.6 litres
Petrol
43 HP /3.3 kW
196 ccm
3.4 kVA
2.7 kW
2.5 kW
230V ~50Hz, 16 A
2.3 hrs.|2.7 hrs.
v
47 kg

BEG3401SE I BEG3402SE

Josef-Drexler-Str. 8 - 89331 Burgau - Germany

Tel: +49 (0) 82 22 / 4130-0 - Fax: +49 (0) 82 22 / 4130-24 - E-mail: info@lescha-atika.de
www.lescha-atika.de

Over-sized 4-point anti-vibration mounts on
components.
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BEG3401SE

618 x 432 x 515 mm + EP
[PU 1] 47 kg +EP
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BEG3402SE

618 x 432 x 515 mm + EP
[PU 1] 47k +EP

Technical modifications reserved.



