Series

Pan Mixer
LZ 140

e practical all-round mixer for significantly better mixing results with
up to 60% time saving

* folding step & bag ripper for easy filling of the drum

* fast emptying thanks to segment slider & foldable bucket console

® unique versatility: processing of dry & viscous materials such as
various types of plaster, mortar, concrete, adhesives, gypsum, ...

® operating switch with safety shut-off when opening the drum lid

www.lescha-atika.de
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LZ 140

» powerful all-round mixer for better mixing results

with up to 60% time savings

* compact design - fits through any normal door
and can be transported in a station wagon
e the springed 3-fold agitator with wall scraper

guarantees excellent mixing results
* safety work - switch with quick-stop

lockable drum lid with safety shut-off
* large wheels for quick change of location
a folding step & bag ripper guarantee easy and

dosed filling of the drum

° the integrated segmental slider in the bottom of
the drum and the folding bucket console allows

quick emptying of the following mat

a mortar bucket or directly into a wheelbarrow large
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The springed 3-fold agitator mixes the
material quickly and thoroughly.

The wall scraper prevents deposits of
mixed material on the drum wall.

Pan Mixer
Max. filling capacity (volume of drum)

s
¥

The foldable bucket console allows direct
emptying of the mixed material, e.g. into a
mortar bucket or a wheelbarrow.

»

140 litres drum.

LZ 140
1401

The rear folding step and the bag ripper
ensure convenient filling of the large

Logistic Data

LE-LZ 140

Rated filling capacity (effective volume) 1151 o< 820 x 770 x 1210 mm + EP
AC motor 240 V~50Hz /9.1 A/ 1335 min” [ ] [PU1] 125 kg + EP
Motor power P, (S6-40%) 2200 W

Rotation speed of agitator 27.5 min’

Wheels solid rubber @ 330 mm 4li260182l071922
Sound power level L, 95 dB(A)

Dimensions (L x W x H) 820 x 770 x 1210 mm

Dimension floor - bottom of ejection slot 630 mm

Safety shut-off on the drum lid v

Segment slider in the drum bottom (4

Foldable bucket console & rear folding step (V4

Weight approx. (N.W.) 119 kg

Order-no. LE-LZ 140

ALTRAD Equipment Germany GmbH
Josef-Drexler-Str. 8 - 89331 Burgau -
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Technical modifications reserved.



