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 Log splitter ASP 4 N-2

The entry-level firewood splitter.

Prepare your own firewood for your 

own use without wasting energy. 

Powerful and safe according to the 

latest European standard
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ALTRAD Equipment Germany GmbH

Josef-Drexler-Str. 8, 89331 Burgau, Germany 

Phone.: +49 (0) 82 22 / 4130-0 - Fax: +49 (0) 82 22 / 4130-24 - E-mail: info@lescha-atika.de 

Internet: www.lescha-atika.de

Logistic data

approx. 52.5kg
kg

Log splitter ASP 4 N-2

The entry-level model for the private user to quickly prepare small quantities of wood into firewood. 

Ÿ Accordin� to the latest European standard for even more safety when splittin�:                                                                              
î with a smooth 2-hand operation,                                                                                                                                                              
î the access �uard that covers the splittin� area as well as                                                                                                                       
î a wood tray that prevents the split wood from fallin� down in an uncontrolled manner;

Ÿ extremely stable and robust due to the torsion-resistant construction; 

Ÿ low maintenance; 

Ÿ hydraulic cylinder with automatic return as standard;                                     

Ÿ quick and easy to use and space-savin� to store thanks to the compact desi�n and                                                                       
the chassis.                                                                 

acess guard

790 x 300 x 500 mm 

                     Log splitter                                                    ASP 4 N-2

wood tray for the splitted wood safer 2-hand operation

Order-no.

AC-motor 

Short-circuit current

Input Power P1  

Splitting force

Log length 

Splitting material 

Stroke 

System pressure

Hydraulic oil capacitiy

Forward speed

Return speed

Piston rod diameter 

Sound pressure level  L  PA 

Sound pressure level  LPA 

Measurement uncertainty K

2-hand operation with handle guard

Handle and transport wheels

Dimensions (length x width x hight)

Weight 

301727

230 V~  50 Hz

1 kA

1500 W

40 kN (4 t) ± 10 %

130 - 370 mmmax. 

Ø 50 - Ø 250 mmmax. 

290 mmmax. 

16,5 Mpa (165 bar)

2,4 l

3.8 cm/s

6.4 cm/s

 30 mmØ

78.8 dB(A) - (no-load operation)

89.8 dB(A) - (on-operation)

3.0 dB(A)

approx. 995 x 425 x 610 mm

approx. 49 kg                                                 
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