ALTRAD

Log splitter ASP 16 N-2

The powerful log splitters for the
professional user.

Conveniently prepare firewood in
large quantities.

Powerful and safe according to the
latest European standard.




Log splitter ASP 16 N-2

The powerful firewood splitter for the professional user.
¢ Designed according to the safety requirements of the latest European standard;

* with powerful three-phase motor and two forward speeds, even larger quantities of
Firewood can be processed, infinitely adjustable splitting stroke;

¢ solid and robust construction;

* smooth-running 2-hand safety operation,more safety when splitting due to the
fixing claw and the protective arm;

€2 back-friendly and easier work due to the low base plate and the standard log lifter,
which sets up the log to be split;

€2 the transport wheels and the transport handle enable a quick change of location.
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Order-no. 301735

3-phase-motor 400V 3~ 50 Hz .” 780 x 580 x 2000 mm
Input Power P, 4500 W

Splitting force 160 kN (16t) £ 10 % é approx. 269.8 kg incl. pallet
Log length max. 1100 mm

Splitting material max. @ 300 mm

Stroke max. 948 mm

Splitting knife (length x width x height) 220 x 84 x 130 mm

System pressure 27.7 Mpa (277 bar)

Hydraulic oil capacitiy 18.01

Forward speed 1 14.2 cm/s

Forward speed 2 4.6 cm/s

Return speed 6.4 cm/s

Solid rubber wheel @ 400 mm

Sound pressure level L, <80 dB(A)

2-hand operation v

Handle and transport wheels v

Protective arm and log lifter v

Dimensions (length x width x hight) approx. 1550 x 1050 x 2500mm 41100426511026054
Weight approx. 257.8kg

Technical modifications reserved.
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