ALTRAD

Band saw BS 205-2

For larger but still delicate sawing work
in the hobby sector.

With extensive equipment for
comfortable and precise sawing.

Suitable for processing various
materials.




Band saw BS 205-2

Perfect for the larger but still fine modelling jobs.
* Rubberised saw band rollers ensure smooth running during sawing;

 Steplessly adjustable from 0° to 45°, stable aluminium saw table for diagonal cuts
which can be precisely aligned by means of the attached angle scale;

* a chip extraction system can be connected to the @ 40 mm extraction connection;
€} precise cuts can be made with the parallel and cross fences;
€5 with sliding stick for safe handling of the workpieces.
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tiltable saw table 0° - 45° push stick maximum workpiece dimensions
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Order number 302418

AC-motor 230V ~ 50 Hz .? 350x 275 x 720 mm
Input power P, (S2 - 15 min) 250 W

Cutting speed 15 m/sec. (900 min™) é approx. 18.0 kg
Length of sawband 1400 £ 5 mm

Width of sawband 6.5+ 1 mm

Thickness of sawband max. 0.35 + 0.05 mm

Saw band suitable for Wood (6 teeth/inch)

Tiltable sawtable 0°- 45°

Size of saw table 300 x 300 mm

Passageway width max. 195 mm

Connection for suction @ 40 mm

Guaranteed sound power level L, 90.4 dB(A)

Sound pressure level L, 77.4 dB(A)

Measured uncertainty K. 3.0 dB(A)

Rigi parallel fence v

Crossfeed stop v

Push stick v 4110042651016239
Weight approx. 16 kg
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