ALTRAD

Li-IoN TECHNiC SYSTIEM HO

Do garding comfortably and flexible
with the accumulator range li-lon

TECHNiIC SYSTEM HO.

You can operate all devices with the
same accumulator.



Li-IoN TECHNIC SYSTEM HO

The long-lasting rechargeable batteries and the matching charger for a wide range of gardening tasks.

e Take advantage of the li-fon Tecunic System HO : work flexibly, environmentally friendly and economically and use the
exchangeable batteries for a selection of devices;

* charger with automatic switch on and off - the charging process is not started until the
battery is too hot or the battery has reached the optimum temperature for
charging and recharges the batteries quickly and gently;

* powerful batteries - a compact design is possible due to the use of lithium ion cells,

* no memory-effekt - due to the lithium-ion technology also frequent partial discharges do
not damage the battery, so the battery is always ready for use;

* no deep discharging - the lithium-ion battery is switched off automatically shortly before
discharge;

* long life - the charging process of a lithium-ion battery can be interrupted at any time and

lizloN TEcHNiC SysTem HO
does not affect the durability of the battery; ' !

* with charge status display and practical handel for easy using and removing.

Logistic data

LED-charge status display

tooless plug-system

>

LED-charge status display

“’ AP 40-2000: 155x 125 x 90 mm

é approx. 0.97 kg

article-no. 365501

Li-IoN TECHNIC SYSTEM HO

Battery-Pack AP 40-2000 .‘— AP 40-4000: 165 x 140 x 100 mm
Order-no 365501

Battery-type Lithium-lon é approx. 1.7 kg
Battery-rated voltage 36 V= (max.40V)

Battery capacity 2.0Ah /72 Wh article- no 365503

Loading time (90% - 100% ALG 40-1800) approx. 65 min.

Weight approx. 0.74 kg

Battery-Pack AP 40-4000

Order-no 365503 004265 0232
Battery-type Lithium-lon

Battery-rated voltage
Battery capacity
Loading time (90% - 100% ALG 40-1800)

Weight approx. 1.3 kg

Battery-charger ALG 40-1800 approx. 0.52 kg
Order-no 365500

For battery-type Lithium-lon )

Input voltage 100-240 V 50-60 Hz article- ”° 365500
Output voltage 36V

Charging current 1.8A

Overload protection (against heat/coldness) v 410042 6

Automatic switch-off v

Weight

36 V= (max.40V)
4.0 Ah /144 Wh
approx. 130 min.

approx. 0.370 kg

g &

ALG 40-1800: 180 x 90 x 100 mm

Technical modifications reserved.
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