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Plate Compactor
RPX 35/50

e reversible plate compactor available with powerful HONDA Petrol
or HATZ Diesel engine
* robust construction for a long service life despite tough use

e high compaction force for a quick and deep compaction N
* throttle directly on control lever, comfortable for the operator
* integrated wheel kit for quick & easy relocation as standard ALTRAD

www.lescha-atika.de



BELLE

: LIGHT .
CONSTRUCTION e r I e S
PRI COUPMENT

RPX 35/50

 angled base plate for excellent driving
characteristics and good climbing ability

* control lever with throttle and fixed additional handle
with locking mechanism at low vibration for better
handling, manoeuvrability, better tipping point as well
as safe operation, even during prolonged use

* high compaction force for a quick and deep compaction

* integrated wheel kit as standard for quick and easy
relocation

e compact and powerful Li-lon battery
(HATZ Diesel electric starter models)

* specially developed for the rental market

e protection pad for paving stones available as accessory:
BEOPP/103/DIO

Control lever with fixed additional handle Electric start with key ignition As standard:

and strong locking mechanism for a better |l & LED warning light Integrated wheel kit for quick and easy
tipping point as well as better handling (HATZ Diesel electric starter model). relocation.

and manoeuvrability.

Throttle directly on the control lever.

Plate Compactor RPX 35/50 RPX 35/50D RPX 35/50DE

Engine HONDA GX200 HATZ 1B20 HATZ 1B20 BE161.9.205
Fuel Petrol Diesel Diesel <] 1200 x 800 x 1264 mm + EP
Power 5.5HP /4.0 kW 4.2 HP /3.1 kW 4.2 HP /3.1 kW [ [PU1] 180k +EP
Electric starter X X v

Static pressure 1104 kg/m? 1172 kg/m? 1190 kg/m? H N ‘”‘ |” H" H"H
Centrifugal force 35 kN 35 kN 35 kN

Frequency 81 Hz 81 Hz 81 Hz BE161 .9.206
Travel speed max. 26 m/min 26 m/min 26 m/min &9  1200x800x 1264 mm +EP
Gradient max. 20° 20° 20° [ [PU1] 191 kg + EP
Plate size 700 x 500 mm 700 x 500 mm 700 x 500 mm

Vibration level 3.1 m/sec? 2.4 m/sec? 2.4 m/sec? H H ’ ‘ ” H ‘ H H
Operating time max. (EAV) 312 min 521 min 521 min

Sound power level L, 108 dB(A) 108 dB(A) 108 dB(A) BE161 .9.204
integrated wheel kit v v v <] 1200 x 800 x 1264 mm + EP

Weight approx. (N.W.) 180 kg 191 kg 194 kg [ 194 kg + EP

Order-no. BE161.9.205 BE161.9.206 BE161.9.204 H |H “”
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