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Construction Wheelbarrow
SMB-100

e robust, 1-part, galvanised and fully welded oval steel tube frame with
reinforcement struts, tipping- and tray support

e strong, 100 Litres HDPE tray, UV stable and heat resistant up to 95 °C

e plastic rim with needle bearing, tyre with inner tube and stud profile —

e Payload max. 150 kg

e designed for "extreme" construction site use ALTRAD

www.lescha-atika.de
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SMB-100

e robust, 1-part, galvanised and fully welded
oval steel tube frame with reinforcement
struts, tipping- and tray support

* strong 6.5 mm, 100 Litres HDPE tray,

UV stable and heat resistant up to 95 °C

* Payload max. 150 kg

* Plastic rim with grease-lubricated needle
bearing, cross tire with inner tube and stud
profile

* designed for "extreme" construction site use -
the SMB-100 knows no load limit

Tipping- and tray support as well as plastic Tray support as well as large, Sturdy, 1-part, galvanised and fully welded
rim with grease-lubricated needle bearing, strong 6.5 mm, UV stable and heat oval steel tube frame with reinforcement
cross tire with inner tube and stud profile. resistant HDPE tray. struts.

Construction Wheelbarrow SMB-100 Logistic Data

Frame (fully welded) Oval steel tube 1-part (galvanised) FO02100
Frame @ 30 mm &%  1200x800x 1850 mm + EP
Frame thickness 2.5mm é [PU15] 278 kg + EP
Tray HDPE (Plastic)

Tray thickness 6.5 mm

Load capacity (Sand filling) 100 litres 8li7117550021005
Payload max. 150 kg

Reinforcement struts, tipping- and tray support v

Plastic rim with needle bearing, cross tire & stud profile 400 x 100 mm

Dimensions 1440 x 600 x 660 mm

Weight approx. (N.W.) 18.5 kg

Order-no. FO02100

ALTRAD Equipment Germany GmbH
Josef-Drexler-Str. 8 - 89331 Burgau - Germany

Tel: +49 (0) 82 22 / 4130-0 - Fax: +49 (0) 82 22 / 4130-24 - E-mail: info@lescha-atika.de
www.lescha-atika.de

Technical modifications reserved.



