ALTRAD

Concrete mixer Comet 130 S
The little” profi mixer with handwheel S W
- the entry-level model. |Tuﬁ;%|

Equipped with powerful motors for
excellent mixing results.

Perfectly for small und middle
construction-projects.




Concrete mixer Comet 130 S

The little professional concrete mixer with handwheel - our level-entry mixer from the concrete mixer series.

@) the stable chassis also makes the mixer easy to manoeuvre on construction sites.

With powerful motors: 3-phase motor of 750 Watt and A.C singel-phase motor of 600 Watt are available for selection;

motors with thermal overload protection and restart protection in case of power failure;

durable and resilient due to the torsion-resistant frame and robust drum bearings;

specially designed agitator for optimum mixing quality;

large, flanged agitator drum that is easy to fill;

well equipped for long-term use, because
- the adjustment-free drive belt,

- the segmented gear rim and

- the quality ball bearings on the drum and drive shaft guarantee smooth and continuous

power transmission;

easy and safe operation

large handwheel with adjusting disc

longlife and sturdy construction

Order-no 322050 322051

Electric motor 230 V~ 50 Hz 400 V3~ 50 Hz .’— 1200680 x 1280 mm + EP

Motor type A.C. single phase 3-phase

Input power P, (S1) 600 W 750 W é approx. 50 kg + EP

Rotation speed n, 2850 min’ 2750 min

Drum capacity 130 | (= 7%) “a 1200 x 1000 x 1280 mm + EP [PU 2]

Nominal capacity 100 | (+ 7%)

Protection class [ é approx. 100 kg + EP

Protection degree IP 45

Guaranteed sound power level L, 81 dB(A) article-no.: 322050

Sound pressure level L, 64 dB(A)

Elastic wheel @ 240 mm ” | ’l ”l

Handwheel with adjusting disc v

Thermal motor prthectioﬁ v 470042657008326

Restart protection v article-no.: 322051

Dimensions (length x width x hight) approx. 1200 x 680 x 1280 mm

Weight approx. 50 kg ” | ‘l ”l
4110042651008333

Technical modifications reserved.
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